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90564 
Barcode Scanner 1D Laser for 2.4 GHz, 
Bluetooth or USB

• Connector: 1 × USB 2.0 Type-B female
• Rechargeable battery: Li-Polymer battery 1800 mAh
• Decoding chip: ARM Cortex 32 Bit
• Resolution: 752 × 480
• Trigger: scan button
• Reading distance: ca. 185 mm to 300 mm
• Reading accuracy: 3 mil
• Scan type: laser class 1, 570 nm, <0,5 mW
• Scan rate: up to 100 scans per second

90507
Industrial Barcode Scanner 1D and 2D 
for 2.4 GHz, Bluetooth or USB 

• Connector: 1 × USB Type-C™ female
• Decoding chip: ARM Cortex 32 Bit
• Rechargeable battery: Li-Polymer battery 1800 mAh
• Resolution: max. 1280 × 800
• Trigger: scan button
• Reading distance: ca. 30 mm to 500 mm
• Reading accuracy: 3 – 4 mil
• Range:
	 indoor area: up to 80 m
	 outdoor area: up to 150 m
• Internal memory: 16 MB

90557
USB Barcode Scanner 1D and 2D 
with connection cable – German Version

• Connector: 1 × RJ50 jack
• Decoding chip: ARM Cortex 32 Bit
• Resolution: max. 640 × 480
• Trigger: scan button
• Reading distance: ca. 30 mm to 350 mm
• Reading accuracy: 4 mil
• Light colour: visible LED red
• Compensation light: LED white
• Sensor: CMOS image sensor
• Scan rate: up to 30 scans per second

90584 black     90565 light gray
USB Barcode Scanner 1D 
with connection cable and stand – Laser

• Connector: 1 × RJ50 jack
• Decoding chip: ARM Cortex 32 Bit
• Resolution: max. 640 × 480
• Trigger: scan button
• Reading distance: ca. 185 mm to 300 mm
• Reading accuracy: 3 mil
• Scan type: laser class 1, 655 nm, <0,5 mW
• Scan rate: up to 200 scans per second
• Scan angle: 44°
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90556
Industrial Barcode Scanner 1D and 2D 
for 2.4 GHz or Bluetooth with inductive 
charging station 

• Connector: 1 × USB 2.0 Type-A male
• Input voltage: 5 V
• Current consumption:
  operation: max. 1100 mA
  standby: max. 700 mA
• Operating temperature: -20 °C ~ 50 °C
• Storage temperature: -40 °C ~ 70 °C
• Relative humidity: 5 – 95 % (non condensing)
• Dimensions (LxWxH): ca. 185 × 100 × 80 mm

90508
ing Barcode Scanner 1D and 2D 
with 2.4 GHz or Bluetooth

• Connector: 1 × USB Type Micro-B female
• Decoding chip: ARM Cortex 32 Bit
• Rechargeable battery: Li-Polymer battery 
		 380 mAh
• Resolution: 1280 × 800
• Trigger: scan button
• Reading distance: ca. 30 mm to 300 mm
• Reading accuracy: 4 mil
• Internal memory: 16 MB
• Light colour: visible LED red
• Compensation light: LED white
• Sensor: CMOS image sensor
• Scan rate: up to 100 scans per second

90518
2.4 GHz Barcode Scanner 1D and 2D 
with charging station

• Connector: 1 × USB 2.0 Type-B female
• Rechargeable battery: Li-Polymer battery 

2000 mAh
• Decoding chip: ARM Cortex 32 Bit
• Resolution: max. 640 × 480
• Trigger: scan button
• Reading distance: ca. 40 mm to 250 mm
• Reading accuracy: 5 – 10 mil
• Range:
	 indoor area: up to 60 m
	 outdoor area: up to 100 m
• Internal memory: 16 MB

90587
Barcode Scanner 1D and 2D for 2.4 GHz, 
Bluetooth or USB – white

• Connector: 1 × USB 2.0 Type-B female
• Decoding chip: ARM Cortex 32 Bit
• Rechargeable battery: Li-Polymer battery 

1800 mAh
• Resolution: 752 × 480
• Trigger: scan button
• Reading distance: ca. 60 mm to 300 mm
• Reading accuracy: 5 mil
• Range: up to 10 m
• Internal memory: 16 MB
• Light colour: visible LED red
• Compensation light: LED white
• Dimensions (LxWxH): ca. 170 × 90 × 70 mm



90562
Barcode Scanner 1D and 2D for 2.4 GHz, 
Bluetooth or USB

• Connector: 1 × USB 2.0 Type-B female
• Decoding chip: ARM Cortex 32 Bit
• Rechargeable battery: Li-Polymer battery 
 	 1800 mAh
• Resolution: 752 × 480
• Trigger: scan button
• Reading distance: ca. 60 mm to 300 mm
• Reading accuracy: 5 mil
• Range: up to 10 m
• Internal memory: 16 MB
• Light colour: visible LED red
• Compensation light: LED white
• Sensor: linear CMOS image sensor

90586
Industrial Barcode Scanner 1D and 2D 
for 433 MHz or Bluetooth with inductive 
charging station

• Connector: 1 × USB 2.0 Type-A male
• Input voltage: 5 V
• Current consumption:
  operation: max. 1100 mA
  standby: max. 700 mA
• Operating temperature: -20 °C ~ 50 °C
• Storage temperature: -40 °C ~ 70 °C
• Relative humidity: 5 – 95 % (non condensing)
• Dimensions (LxWxH): ca. 185 × 100 × 80 mm
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