
fully
charged

charging

fully
charged

charging

EASY
USB

   Item 83600  –   1 m   Item 83601  –   1 m   Item 83602  –   1 m   Item 83603  –   1 m

EASY
USB

EASY
USB

EASY
USB

EASY
USB

male female

Connectors

active
optical
cable
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TM

straight straight / 
Item 84756 –   0.5 m
Item 84757 –     1 m    
Item 84758 –        2 m
Item 84759 –        3 m
Item 84760 –       5 m

angled / straight 
Item 84761 –  0.5 m
Item 84762 –      1 m    
Item 84763 –           2 m
Item 84764 –        3 m
Item 84765 –       5 m

angled / straight
lItem 84735 –  0.5 m 
lItem 84737 –   1 m   
�lItem 84740 –   2 m
lItem 84742 –   3 m 
lItem 84743 –   5 m 

Item 84744 –    5 m l 

Item 83605 –   5 m
Item 83606 –   10 m
Item 83607 –   20 m
Item 83608 –   30 m

Item 83705 –   15 cmItem 83702 –   30 cm Item 83703 –   15 cm Item  –   0 cm83704 3

SATA Express 18 pin male > (7+7+4 pin) 
SATA Express 18 pin male(7+7+4 pin) 

• Data transfer rate up to 1 GB/s (PCI Express Rev. 2.0) 
resp. 2 GB/s (PCI Express Rev. 3.0)• 

• Cable gauge: 26 AWG

  Item 84766 –   50 cm
 

SATA Express 18 pin (7+7+4 pin) male + 
SATA Power > SATA Express 29 pin 
(15+7+7 pin) male

• Data transfer rate up to 1 GB/s (PCI Express Rev. 2.0) 
resp. 2 GB/s (PCI Express Rev. 3.0)• 

• Cable gauge: 26 AWG

  Item 84767 –   30 cm

straight / straight
Item 83688 –       10 cm
Item 83689 –   20 cm
Item 83690 –   30 cm
Item 83691 –   50 cm
Item 83692 – 100 cm

straight / angled
Item 83693 –   10 cm
Item 83694 –   20 cm
Item 83695 –   30 cm
Item 83696 –   50 cm
Item 83697 – 100 cm

Data and Power Cables

Charging cable USB male > 
Sony magnet connector 

Charging cable USB Micro B female > 
Sony magnet connector

USB data and power cable USB A male > 
ASUS male 36 pin

• USB 2.0 type A male >
8 pin Apple Lightning™ connector• 

• Made for
iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S• 

• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation),
• iPod touch (5th generation)
  
   Item 83560 –   1 m  l
   lItem 83561 –   1 m  

• Compatible e.g. to Sony Xperia Z1, Z2 and 
• Sony Xperia Z Ultra

  Item 83558  –   1 m

• Compatible e.g. to Sony Xperia Z1, Z2 and Sony
• Xperia Z Ultra

   Item 83559  –   15 cm

• Compatible e.g. to ASUS Eee Pad Transformer 
• TF600T, TF701, TF810C
• Supports sync- and charging function
  
   Item 83555  –   1 m

USB data and power cable male USB 2.0 A  > 
Micro USB B male with LED indication 

• Cable gauge: 28 AWG
• LED indicator
  
   Item 83604 –   1 m  l

   lItem 83573 –   1 m  

Cable + KM Switch Cable incl. Card Reader

Micro USB 2.0 type B male OTG > USB 2.0 type A male  
incl. Micro SD Card Reader

• 1 x Micro SD slot (integrated in the USB A plug)
• Chipset: MA8170
• Supports following memory cards: Micro SD, Micro SDHC, 

Micro SDXC• 
• Switch for setting the OTG mode or the data and charge function
• OTG function needed

   Item 91709  –   10 cm

Data Link + KM Switch USB 3.0 
type A male > USB 3.0 type A male

• Chipset: OTI7300
• Keyboard and mouse can be used for 

two computers• 
• Switching between the computers through cursor 

scrolling or hot key (adjustable)• 
• Data transfer in both directions possible
• Gold-plated connector

   Item 83647  –   1.5 m 
 

Delock USB data and power cable for 
Apple and Micro USB devices

• USB 2.0 type A male >
• 8 pin Apple Lightning™ connector
• + USB 2.0 type Micro B male
• Made for
• iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S
• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation),
• iPod touch (5th generation)

   Item 83773 –   1 m

USB data and power cable for iPhone™, 
iPad™, iPod™ with LED indication

• USB 2.0 type A male >
8 pin Apple Lightning™ connector• 

• Made for
• iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S
• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation)
• iPod touch (5th generation)
• LED indication for charging status
  1. Lights up red: rechargeable battery will be     
         charged
  2. Lights up blue: rechargeable battery charged

   Item 83772 –   1 m

USB data and power cable for iPhone™, 
iPad™, iPod™

USB data and power cable male USB A  > 
ASUS  40 pinmale

• Compatible e.g. to ASUS Eee Pad Transformer
TF101, TF201, TF300, TF700• 

• Supports sync- and charging function
  
   Item 83451  –   1 m

USB Type-C™ 2.0 male > 
USB 2.0 A male

USB Type-C™ 2.0 male > 
USB 2.0 B male 

USB Type-C™ 2.0 male > 
USB 2.0 Micro B male

USB Type-C™ 2.0 male > 
USB 2.0 Mini B male

SPEED The current USB 3.0 standard is called SuperSpeed USB (USB 3.1 Gen 1). It allows data 
TM transfer rates of up to 5 Gbit/s. The fastest transfer mode of the USB Type-C connector is called 

SuperSpeed USB 10 Gbps (USB 3.1 Gen 2) and allows data transfer rates of up to 10 Gbit/s.

TMSLIM BUT RUGGED DESIGN The USB Type-C  connector is rugged enough to be practically 
used in laptops and tablet PCs. Due to its slim design, similar to a Micro USB connector, it will be 
integrated into a lot of mobile devices in the future.

TMUSB Type-C  male

USB Type A male

Slim but rugged Design * 
ol

d 
de

si
gn

at
io

n:
 U

S
B

 3
.0

Low-

Full-

Hi-

Super

Super

Speed

Speed

Speed

Speed

Speed

1,5

12

450

5

10

Mbps

Mbps

Mbps

Gbps

Gbps

USB 1.1

USB 2.0

USB 2.0

SuperSpeed USB (USB 3.1 Gen 1)*

SuperSpeed USB 10 Gbps (USB 3.1 Gen 2)

l l �l  Speed   Increased Durability   Flexible Usage

         Slim but rugged Design Resources Saving  l l    

������������������l ���l �����������������������  Enhanced EMC Optimized Power Supply

TMThunderbolt

SATA Express TMUSB Type-C

Power 8 Pin EPS 

Easy-USB

ShapeCable

OTG

USB 3.1

CABLE

SATA FLEXI Cable

E
N

 1
5

7
7

0
6 

2
4

0

SATA Express Cables

• Extremly robust and resistant
• Very thin, light, pliable cable

Stereo Jack 3.5 mm 4 pin male > 
male for IPhone with textile shielding

• 3.5 mm 4 pin Stereo jack male >
• 3.5 mm 4 pin Stereo jack male
• Cable gauge: 24 AWG
• Connector: gold-plated
• Cable with textile shielding
• for protection of the cable

Stereo Jack 3.5 mm 4 pin male > 
angled male for IPhone

• 3.5 mm 4 pin Stereo jack > 
• 3.5 mm 4 pin Stereo jack angled
• Cable gauge: 24 AWG
• Gold-plated connector

SATA Cable 6 Gb/s metal Premium

• SATA 6 Gb/s 7 pin male > SATA 6 Gb/s 7 pin male 
• Downwards compatible to SATA 1.5 Gb/s and 3 Gb/s
• Cable gauge: 28 AWG ground / 26 AWG data line
• Metal clips gold-plated
• Nylon shielding for protection of the cable

TM 
Thunderbolt II

Cable Thunderbolt™ optical 

• Thunderbolt™ male > male
• Only for devices with power supply
• Chipset: Intel
• Cable gauge: AWG 36
• Cable diameter: ca. 4 mm
• Based on PCI Express and Displaypor t
• Cascadable up to 6 Thunderbolt™ devices 
• (Daisy Chain)
• Supports data / video over a single cable
• Data transfer rate up to 10 Gb/s

hs i ee ldlit inx get

Power Cable PCI Express 
8 pin male > 2 x 4 pin male

• Cable gauge: 18 AWG 

• Inner conductor: tinned copper

 

• Voltage: 12 V
• Cable with textile shielding for protection of the cable

Extension Power cable 8 pin 
EPS male > 8 pin EPS female

Power Cable 
8 pin EPS > 2 x 4 pin

Power Cable PCI Express 6 pin 
female > 2 x 8 (6+2) pin male 

divisible

hs i ee ldlit inx get

Cables Stereo Jack

Power Cables 

SATA Cables

www.delock.com
The items offered are available while stocks last. All logos and trademarks are the 
property of their respective owners.Specifications, delivery times and errors reserved.

More detailed information about our products can be found at   

hs i ee ldlit inx get



USB 2.0

hape
able

USB 3.0

Item 83838 –   10 cm
Item 83839 –   20 cm
Item 83840 –    30 cm
Item 83841 –   50 cm   
Item 83842 –   70 cm
Item 83843 –  100 cm 

Item 83832 –   10 cm  
Item 83833 –   20 cm
Item 83834 –    30 cm
Item 83835 –   50 cm
Item 83836 –   70 cm   
Item 83837 –  100 cm 

Item 83830 –   10 cm 
Item 83503 –   20 cm 
Item 83831 –   30 cm  
Item 83504 –   50 cm   
Item 83505 –   70 cm   
Item 83556 –  100 cm 

SATA FLEXI Cable

• Input = mini Displayport; Output = HDMI
• Chipset: Parade PS171
• Active cable, for graphics cards with DP and 

DP++ output• 
• Transfer of audio- and video signals
• Resolution up to 4K (3840 x 2160 Pixel @ 30 Hz)
• Supports 3D displays (1080p @ 120 Hz)
• Supports HDCP 1.3
• Supports Eyenity

   Item 83729 1 m  –   
   Item 837 2 m30  –   

Mini Displayport 1.2 male with screw > 
HDMI male 4K Active

Item 83731  –   3 m
Item 83732  –   5 m

•  Input = mini Displayport; Output = DVI
• Chipset: Parade PS171
• Active cable, for graphics cards with DP and

DP++ output• 
• Resolution up to 4K (3840 x 2160 Pixel @ 30 Hz)
• Supports HDCP 1.3
• Supports Eyenity

   Item 83725 1 m  –   
   Item 83726 2 m  –   

Mini Displayport 1.2 male with screw > 
DVI male 4K Active

Item 83727 3 m  –   
Item 83728 5 m  –   

• Input = mini Displayport; Output = Displayport 
• Transfer of audio- and video signals
• Resolution up to 3840 x 2160 @ 60 Hz

   Item 83721 1 m     –   

Mini Displayport 1.2 male with screw > 
Displayport male 4K

   Item 83722  –   2 m

Item 83366 –   1 m
Item 83367 –   2 m
Item 83368 –   3 m
Item 83369 –   5 m

Item 83358 –   1 m
Item 83359 –   2 m
Item 83360 –   3 m
Item 83361 –   5 m

Item 83362 –   1 m
Item 83363 –   2 m
Item 83364 –   3 m
Item 83365 –   5 m

Item 83370 –   1 m
Item 83371 –   2 m
Item 83372 –   3 m
Item 83373 –   5 m

Item 83460 – 1 m
Item 83461 – 2 m
Item 83462 – 3 m
Item 83463 – 5 m

EASY
USB
EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

double
side

d ouble
side

EASY
USB

   Item 83497 –    15 cm
   Item 83498 –    35 cm
   Item 83499 –    50 cm
   Item 83500 –  100 cm

   Item 83713 –    15 cm
   Item 83714 –    35 cm
   Item 83715 –    50 cm
   Item 83716 –  100 cm

USB 2.0 A male > 
USB 2.0 A female ShapeCable

Micro USB 3.0 male > USB 3.0 A female OTG ( )full-covered
• Suitable for USB stick, HDD, mouse, keyboard
• Data medium can only be used in FAT32 format

   Item 83469  –   20 cm

ASUS Eee Pad 40 pin male > USB A female OTG
• Suitable for USB stick, HDD, mouse, keyboard
• Compatible e.g. to ASUS Eee Pad Transformer TF101, TF201, TF300, TF700

  Item 83450  –   12 cm

ASUS Eee Pad 36 pin male > USB A female OTG
• Suitable for USB stick, HDD, mouse, keyboard
• Compatible e.g. to ASUS Eee Pad Transformer TF600T, TF701, TF810C

   Item 83506  –   12 cm

Mini USB male angled > USB 2.0 A female OTG
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83245  –   16 cm

Micro USB type B male angled > USB 2.0 A female OTG
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83104  –   11 cm

USB micro B male angled > 
USB 2.0 A female OTG coiled cable
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83354  –   28 bis 55 cm

OTG Cables

USB 3.0 A male > 
USB 3.0 A female ShapeCable

•  SATA 6 Gb/s 7 pin male straight > 
SATA 6 Gb/s 7 pin male straight•  

•  Downwards compatible to 
SATA 1,5 Gb/s and 3 Gb/s•  

•  Cable gauge: 28 AWG
•  With metal clips

SATA FLEXI cable
6 Gb/s metal

Also available with different angled Plugs! www.delock.com / RF radio frequency technology/ antenna cable

USB OTG extends the function of mobile devices. The basis is 
always the device with OTG specication e.g. tablets, 
Smartphones, HDD enclosure, digital cameras etc.
X

The basis devices act as limited host. Thus they enable the 
connection of different periphery, e.g. data media like HDD, USB sticks, cameras, Card Reader, printer, 
MP3 player. In order to suppor t the OTG function between the basis device and the peripher y, Delock offers 
different adapter cables and connection kits.

Black antenna cable
Item 88941 to 89952

• Cable type: RG-6/U quad shield
• Impedance: 75 Ohm
• Shield quality: >120 dB
• Smallest bending radius: 40 mm
• Gold-plated connector and 
• metal housing
• Cable diameter: ca. 7.4 mm

F Plug > F Plug F Plug > IEC Jack F Plug > IEC Plug IEC Plug > IEC Jack

   Item 88993  –      1 m
   Item 88994  –   2 m
   Item 88995  –   3 m
   Item 88996  –   5 m
   Item 88997  –   7,5 m
   Item 88998  –   10 m

   Item 88999  –      1 m
   Item 89400  –   2 m
   Item 89401  –   3 m
   Item 89402  –   5 m
   Item 89403  –   7,5 m
   Item 89404  –   10 m

   Item 89405  –      1 m
   Item 89406  –   2 m
   Item 89407  –   3 m
   Item 89408  –   5 m
   Item 89409 –   7,5 m
   Item 89410 –   10 m

   Item 89411  –      1 m
   Item 89412  –   2 m
   Item 89413  –   3 m
   Item 89414  –   5 m
   Item 89415 –   7,5 m
   Item 89416 –   10 m

   Item 88945  –      1 m
   Item 88946  –   2 m
   Item 88947  –   3 m
   Item 88948  –   5 m
   Item 88951 –   7,5 m
   Item 88952 –   10 m

   Item 88953  –      1 m
   Item 88957  –   2 m
   Item 88959  –   3 m
   Item 88961  –   5 m
   Item 88963 –   7,5 m
   Item 88955 –   10 m

   Item 88941  –      1 m
   Item 88942  –   2 m
   Item 88943  –   3 m
   Item 88944  –   5 m
   Item 88949 –   7,5 m
   Item 88950 –   10 m

   Item 88954 –      1 m
   Item 88958  –   2 m
   Item 88960 –   3 m
   Item 88962  –   5 m
   Item 88964 –   7,5 m
   Item 88956 –   10 m

White antenna cable
Item 88993 to 89416

• Cable type: RG-6/U quad shield
• Impedance: 75 Ohm
• Shield quality: >120 dB
• Smallest bending radius: 40 mm
• Gold-plated connector and 
• metal housing
• Cable diameter: ca. 7.4 mm

ShapeCables

   Item 83597 – 1 m 
 –  m    Item 83598 2
 – 3 m    Item 83599

   Item 83588 – 1 m
   Item 83589 2–  m
   Item 83590 – 3 m

USB 3.0 type A > 
USB 3.0 type Micro B with screws  

FireWire 9 pin 90° 
angled with screws > 6 pin 

Screw Type:

Screw spacing:

Cable gauge:

Cable diameter:

Data transfer rate:

Length:
   Item 83591 – 1 m
   Item 83592 2–  m
   Item 83593 – 3 m

FireWire 9 pin with 
screws > 9 pin with screws 
M3 x 0.5

16 mm

26 AWG data line

22 AWG power line

ca. 6.9 mm

up to 800 Mb/s

M2 x 0.4

18 mm 

28 AWG data line

26 AWG power line

ca. 5.5 mm

up to 5 Gb/s 

M3 x 0.5

16 mm

26 AWG data line

22 AWG power line

ca. 6.9 mm

up to 400 Mb/s

SATA FLEXI Cables

shapeable – through

integrated wire

• Cable diameter: ca. 6.5 mm
• Cable gauge: 28 AWG data line
                        24 AWG power line

• Cable diameter: ca. 5 mm
• Cable gauge: 28 AWG data line
                        24 AWG power line

• Host = USB Type-C™; Device = USB Type A
• Cable gauge: 30 AWG data line
                        22 AWG power line
• Output current: up to 3 A
• Cable diameter: ca. 4.5 mm
• Data transfer rate up to SuperSpeed USB 5 Gbps

   Item 65634 15 cm  –   

SuperSpeed USB (USB 3.1 Gen 1) USB 
Type-C™ male > USB Type A female

• Cable gauge: 30 AWG data line
                        22 AWG power line
• Cable diameter: ca. 3 mm
• Data transfer rate up to 480 Mb/s

   Item 65579 15 cm  –   

USB Type-C™ 2.0 male > 
USB 2.0 type A female

USB Type-C™ 2.0 male > 
USB 2.0 type Micro-B female

• Cable gauge: 32 AWG
• Output current: up to 3 A
• Cable diameter: ca. 3.3 mm
• Data transfer rate up to 480 Mb/s

   Item 83672 0,5 m  –   
   Item 83673      1 m  –

USB Type-C™ 2.0 male > USB Type-C™ 2.0 male• Host = USB Type-C™; Device = USB Type Micro B
• Cable gauge: 30 AWG data line
                        22 AWG power line
• Output current: up to 3 A
• Cable diameter: ca. 4.5 mm
• Data transfer rate up to SuperSpeed USB 10 Gbps

   Item 83676 0,5 m  –   
   Item 83677      1 m  –

SuperSpeed USB 10 Gbps (USB 3.1 Gen 2) 
USB Type-C™ male > USB type Micro B male

Look at item 65579

   Item 65578  –   15 cm

male

TM Cables USB Type-C  –

Delock antenna cables make it 
possible to supply the different 
home components with the 
respective antenna signal. 

F Plug > F Plug F Plug > IEC Jack F Plug > IEC Plug IEC Plug > IEC Jack

Cables with screw

• Screw type: #4-40, thread type UNC, thread class 3A,  
   American Standard Screw
• Cable gauge: 32 AWG
• Cable diameter: ca. 5.5 mm
• Gold-plated connector
• 2 x ferrite core

Mini-C male > 
DVI 24+1 male

• High Speed HDMI specication
• DVI connector with screws
• 1 x ferrite core

Item 83582 – 1 m 
Item 83583 2 –  m 
Item 83584 – 3 m 

Micro-D male > 
DVI 24+1 male

• Gold-plated connector
• Data transfer rate up to 5.1 Gb/s
• Resolution up to 1920 x 1200 

Item 83585 – 1 m 
Item 83586 2 –  m 
Item 83587 – 3 m 

Antenna Cables

HDMI Cables

male
EASY USB 2.0 A > 
USB 2.0 Micro B

male
EASY USB 2.0 A > 
USB 2.0 B

male
EASY USB 2.0 A > 
USB 2.0 A

male
EASY USB 2.0 A > 
USB 2.0 Mini B

Extension Cable 
EASY USB 2.0 A male > 
USB 2.0 A female

The EASY USB plug is different to the usual 4 pin plug 
because it has 8 pins. The benefit is that the EASY USB 
plug can be plugged in the conventional USB socket in

Also available with different angled plugs! www.delock.com / Cable / USB 2.0

both directions.

USB 2.0 plug with 8 pins 
instead of conventional plug 
with 4 pins

EASY USB 2.0 A 

Cables EASY USB – Foolproof handling

position 1 + 2

USB 2.0 
Micro 
B male

USB 2.0 
A male

Cables with combo plug

Item 83609 –   20 cm
Item 83610 –   50 cm
Item 83611 –  100 cm

USB 2.0 Power Sharing type A 
+ Micro B combo male > 
USB 2.0 type Micro B male, OTG

USB 2.0 type A + Micro B combo male > 
USB 2.0 type A female, OTG

Item 83612 –   20 cm
Item 83613 –   50 cm
Item 83614 –  100 cm

• Connector combination between USB A and
• Micro B, Micro B can be slid out and locked
• USB 2.0 cable specication
• OTG function (On-The-Go)
• Cable gauge: 28 AWG
• Cable diameter: ca. 3.8 mm
• Gold-plated connector
• Data transfer rate up to 480 Mb/s

Practical! 2 in 1 cable



USB 2.0

hape
able

USB 3.0

Item 83838 –   10 cm
Item 83839 –   20 cm
Item 83840 –    30 cm
Item 83841 –   50 cm   
Item 83842 –   70 cm
Item 83843 –  100 cm 

Item 83832 –   10 cm  
Item 83833 –   20 cm
Item 83834 –    30 cm
Item 83835 –   50 cm
Item 83836 –   70 cm   
Item 83837 –  100 cm 

Item 83830 –   10 cm 
Item 83503 –   20 cm 
Item 83831 –   30 cm  
Item 83504 –   50 cm   
Item 83505 –   70 cm   
Item 83556 –  100 cm 

SATA FLEXI Cable

• Input = mini Displayport; Output = HDMI
• Chipset: Parade PS171
• Active cable, for graphics cards with DP and

DP++ output• 
• Transfer of audio- and video signals
• Resolution up to 4K (3840 x 2160 Pixel @ 30 Hz)
• Supports 3D displays (1080p @ 120 Hz)
• Supports HDCP 1.3
• Supports Eyenity

   Item 83729 1 m  –   
   Item 837 2 m30  –   

Mini Displayport 1.2 male with screw > 
HDMI male 4K Active

Item 83731  –   3 m
Item 83732  –   5 m

•  Input = mini Displayport; Output = DVI
• Chipset: Parade PS171
• Active cable, for graphics cards with DP and

DP++ output• 
• Resolution up to 4K (3840 x 2160 Pixel @ 30 Hz)
• Supports HDCP 1.3
• Supports Eyenity

   Item 83725 1 m  –   
   Item 83726 2 m  –   

Mini Displayport 1.2 male with screw > 
DVI male 4K Active

Item 83727 3 m  –   
Item 83728 5 m  –   

• Input = mini Displayport; Output = Displayport
• Transfer of audio- and video signals
• Resolution up to 3840 x 2160 @ 60 Hz

   Item 83721 1 m     –   

Mini Displayport 1.2 male with screw > 
Displayport male 4K

   Item 83722  –   2 m

Item 83366 –   1 m
Item 83367 –   2 m
Item 83368 –   3 m
Item 83369 –   5 m

Item 83358 –   1 m
Item 83359 –   2 m
Item 83360 –   3 m
Item 83361 –   5 m

Item 83362 –   1 m
Item 83363 –   2 m
Item 83364 –   3 m
Item 83365 –   5 m

Item 83370 –   1 m
Item 83371 –   2 m
Item 83372 –   3 m
Item 83373 –   5 m

Item 83460 – 1 m
Item 83461 – 2 m
Item 83462 – 3 m
Item 83463 – 5 m

EASY
USB
EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

double
side

d ouble
side

EASY
USB

   Item 83497 –    15 cm
   Item 83498 –    35 cm
   Item 83499 –    50 cm
   Item 83500 –  100 cm

   Item 83713 –    15 cm
   Item 83714 –    35 cm
   Item 83715 –    50 cm
   Item 83716 –  100 cm

USB 2.0 A male > 
USB 2.0 A female ShapeCable

Micro USB 3.0 male > USB 3.0 A female OTG ( )full-covered
• Suitable for USB stick, HDD, mouse, keyboard
• Data medium can only be used in FAT32 format

   Item 83469  –   20 cm

ASUS Eee Pad 40 pin male > USB A female OTG
• Suitable for USB stick, HDD, mouse, keyboard
• Compatible e.g. to ASUS Eee Pad Transformer TF101, TF201, TF300, TF700

  Item 83450  –   12 cm

ASUS Eee Pad 36 pin male > USB A female OTG
• Suitable for USB stick, HDD, mouse, keyboard
• Compatible e.g. to ASUS Eee Pad Transformer TF600T, TF701, TF810C

   Item 83506  –   12 cm

Mini USB male angled > USB 2.0 A female OTG
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83245  –   16 cm

Micro USB type B male angled > USB 2.0 A female OTG
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83104  –   11 cm

USB micro B male angled > 
USB 2.0 A female OTG coiled cable
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83354  –   28 bis 55 cm

OTG Cables

USB 3.0 A male > 
USB 3.0 A female ShapeCable

•  SATA 6 Gb/s 7 pin male straight > 
SATA 6 Gb/s 7 pin male straight•  

•  Downwards compatible to 
SATA 1,5 Gb/s and 3 Gb/s•  

•  Cable gauge: 28 AWG
•  With metal clips

SATA FLEXI cable
6 Gb/s metal

Also available with different angled Plugs! www.delock.com / RF radio frequency technology/ antenna cable

USB OTG extends the function of mobile devices. The basis is 
always the device with OTG specication e.g. tablets, 
Smartphones, HDD enclosure, digital cameras etc.
X

The basis devices act as limited host. Thus they enable the 
connection of different periphery, e.g. data media like HDD, USB sticks, cameras, Card Reader, printer, 
MP3 player. In order to suppor t the OTG function between the basis device and the peripher y, Delock offers 
different adapter cables and connection kits.

Black antenna cable
Item 88941 to 89952

• Cable type: RG-6/U quad shield
• Impedance: 75 Ohm
• Shield quality: >120 dB
• Smallest bending radius: 40 mm
• Gold-plated connector and 
• metal housing
• Cable diameter: ca. 7.4 mm

F Plug > F Plug F Plug > IEC Jack F Plug > IEC Plug IEC Plug > IEC Jack

   Item 88993  –  1 m
   Item 88994  –  2 m
   Item 88995  –  3 m
   Item 88996  –  5 m
   Item 88997  –   7,5 m
   Item 88998  –   10 m

   Item 88999  –  1 m
   Item 89400  –  2 m
   Item 89401  –  3 m
   Item 89402  –  5 m
   Item 89403  –   7,5 m
   Item 89404  –   10 m

   Item 89405  –  1 m
   Item 89406  –  2 m
   Item 89407  –  3 m
   Item 89408  –  5 m
   Item 89409 –   7,5 m
   Item 89410 –  10 m

   Item 89411  –  1 m
   Item 89412  –  2 m
   Item 89413  –  3 m
   Item 89414  –  5 m
   Item 89415 –   7,5 m
   Item 89416 –  10 m

   Item 88945  –  1 m
   Item 88946  –  2 m
   Item 88947  –  3 m
   Item 88948  –  5 m
   Item 88951 –   7,5 m
   Item 88952 –  10 m

   Item 88953  –  1 m
   Item 88957  –  2 m
   Item 88959  –  3 m
   Item 88961  –  5 m
   Item 88963 –   7,5 m
   Item 88955 –  10 m

   Item 88941  –  1 m
   Item 88942  –  2 m
   Item 88943  –  3 m
   Item 88944  –  5 m
   Item 88949 –   7,5 m
   Item 88950 –  10 m

   Item 88954 –  1 m
   Item 88958  –  2 m
   Item 88960 –  3 m
   Item 88962  –  5 m
   Item 88964 –   7,5 m
   Item 88956 –  10 m

White antenna cable
Item 88993 to 89416

• Cable type: RG-6/U quad shield
• Impedance: 75 Ohm
• Shield quality: >120 dB
• Smallest bending radius: 40 mm
• Gold-plated connector and 
• metal housing
• Cable diameter: ca. 7.4 mm

ShapeCables

   Item 83597 – 1 m 
 –  m    Item 83598 2
 – 3 m    Item 83599

   Item 83588 – 1 m
   Item 83589 2–  m
   Item 83590 – 3 m

USB 3.0 type A > 
USB 3.0 type Micro B with screws  

FireWire 9 pin 90° 
angled with screws > 6 pin 

Screw Type:

Screw spacing:

Cable gauge:

Cable diameter:

Data transfer rate:

Length:
   Item 83591 – 1 m
   Item 83592 2–  m
   Item 83593 – 3 m

FireWire 9 pin with 
screws > 9 pin with screws 
M3 x 0.5

16 mm

26 AWG data line

22 AWG power line

ca. 6.9 mm

up to 800 Mb/s

M2 x 0.4

18 mm 

28 AWG data line

26 AWG power line

ca. 5.5 mm

up to 5 Gb/s 

M3 x 0.5

16 mm

26 AWG data line

22 AWG power line

ca. 6.9 mm

up to 400 Mb/s

SATA FLEXI Cables

shapeable – through

integrated wire

• Cable diameter: ca. 6.5 mm
• Cable gauge: 28 AWG data line
                        24 AWG power line

• Cable diameter: ca. 5 mm
• Cable gauge: 28 AWG data line
                        24 AWG power line

• Host = USB Type-C™; Device = USB Type A
• Cable gauge: 30 AWG data line
                        22 AWG power line
• Output current: up to 3 A
• Cable diameter: ca. 4.5 mm
• Data transfer rate up to SuperSpeed USB 5 Gbps

   Item 65634 15 cm  –   

SuperSpeed USB (USB 3.1 Gen 1) USB 
Type-C™ male > USB Type A female

• Cable gauge: 30 AWG data line
                        22 AWG power line
• Cable diameter: ca. 3 mm
• Data transfer rate up to 480 Mb/s

   Item 65579 15 cm  –   

USB Type-C™ 2.0 male > 
USB 2.0 type A female

USB Type-C™ 2.0 male > 
USB 2.0 type Micro-B female

• Cable gauge: 32 AWG
• Output current: up to 3 A
• Cable diameter: ca. 3.3 mm
• Data transfer rate up to 480 Mb/s

   Item 83672 0,5 m  –   
   Item 83673 1 m  –

USB Type-C™ 2.0 male > USB Type-C™ 2.0 male• Host = USB Type-C™; Device = USB Type Micro B
• Cable gauge: 30 AWG data line
                        22 AWG power line
• Output current: up to 3 A
• Cable diameter: ca. 4.5 mm
• Data transfer rate up to SuperSpeed USB 10 Gbps

   Item 83676 0,5 m  –   
   Item 83677 1 m  –

SuperSpeed USB 10 Gbps (USB 3.1 Gen 2) 
USB Type-C™ male > USB type Micro B male

Look at item 65579

   Item 65578  –   15 cm

male

TM Cables USB Type-C –

Delock antenna cables make it 
possible to supply the different 
home components with the 
respective antenna signal. 

F Plug > F Plug F Plug > IEC Jack F Plug > IEC Plug IEC Plug > IEC Jack

Cables with screw

• Screw type: #4-40, thread type UNC, thread class 3A,
American Standard Screw

• Cable gauge: 32 AWG
• Cable diameter: ca. 5.5 mm
• Gold-plated connector
• 2 x ferrite core

Mini-C male > 
DVI 24+1 male

• High Speed HDMI specication
• DVI connector with screws
• 1 x ferrite core

Item 83582 – 1 m 
Item 83583 2 –  m 
Item 83584 – 3 m 

Micro-D male > 
DVI 24+1 male

• Gold-plated connector
• Data transfer rate up to 5.1 Gb/s
• Resolution up to 1920 x 1200 

Item 83585 – 1 m 
Item 83586 2 –  m 
Item 83587 – 3 m 

Antenna Cables

HDMI Cables

male
EASY USB 2.0 A > 
USB 2.0 Micro B

male
EASY USB 2.0 A > 
USB 2.0 B

male
EASY USB 2.0 A > 
USB 2.0 A

male
EASY USB 2.0 A > 
USB 2.0 Mini B

Extension Cable 
EASY USB 2.0 A male > 
USB 2.0 A female

The EASY USB plug is different to the usual 4 pin plug 
because it has 8 pins. The benefit is that the EASY USB 
plug can be plugged in the conventional USB socket in

Also available with different angled plugs! www.delock.com / Cable / USB 2.0

both directions.

USB 2.0 plug with 8 pins 
instead of conventional plug 
with 4 pins

EASY USB 2.0 A 

Cables EASY USB – Foolproof handling

position 1 + 2

USB 2.0 
Micro 
B male

USB 2.0 
A male

Cables with combo plug

Item 83609 –   20 cm
Item 83610 –   50 cm
Item 83611 –  100 cm

USB 2.0 Power Sharing type A 
+ Micro B combo male > 
USB 2.0 type Micro B male, OTG

USB 2.0 type A + Micro B combo male > 
USB 2.0 type A female, OTG

Item 83612 –   20 cm
Item 83613 –   50 cm
Item 83614 –  100 cm

• Connector combination between USB A and
• Micro B, Micro B can be slid out and locked
• USB 2.0 cable specication
• OTG function (On-The-Go)
• Cable gauge: 28 AWG
• Cable diameter: ca. 3.8 mm
• Gold-plated connector
• Data transfer rate up to 480 Mb/s

Practical! 2 in 1 cable



USB 2.0

hape
able

USB 3.0

Item 83838 –   10 cm
Item 83839 –   20 cm
Item 83840 –    30 cm
Item 83841 –   50 cm   
Item 83842 –   70 cm
Item 83843 –  100 cm 

Item 83832 –   10 cm  
Item 83833 –   20 cm
Item 83834 –    30 cm
Item 83835 –   50 cm
Item 83836 –   70 cm   
Item 83837 –  100 cm 

Item 83830 –   10 cm 
Item 83503 –   20 cm 
Item 83831 –   30 cm  
Item 83504 –   50 cm   
Item 83505 –   70 cm   
Item 83556 –  100 cm 

SATA FLEXI Cable
• Input = mini Displayport; Output = HDMI
• Chipset: Parade PS171
• Active cable, for graphics cards with DP and 

DP++ output• 
• Transfer of audio- and video signals
• Resolution up to 4K (3840 x 2160 Pixel @ 30 Hz)
• Supports 3D displays (1080p @ 120 Hz)
• Supports HDCP 1.3
• Supports Eyenity

   Item 83729 1 m  –   
   Item 837 2 m30  –   

Mini Displayport 1.2 male with screw > 
HDMI male 4K Active

Item 83731  –   3 m
Item 83732  –   5 m

•  Input = mini Displayport; Output = DVI
• Chipset: Parade PS171
• Active cable, for graphics cards with DP and

DP++ output• 
• Resolution up to 4K (3840 x 2160 Pixel @ 30 Hz)
• Supports HDCP 1.3
• Supports Eyenity

   Item 83725 1 m  –   
   Item 83726 2 m  –   

Mini Displayport 1.2 male with screw > 
DVI male 4K Active

Item 83727 3 m  –   
Item 83728 5 m  –   

• Input = mini Displayport; Output = Displayport 
• Transfer of audio- and video signals
• Resolution up to 3840 x 2160 @ 60 Hz

   Item 83721 1 m     –   

Mini Displayport 1.2 male with screw > 
Displayport male 4K

   Item 83722  –   2 m

Item 83366 –   1 m
Item 83367 –   2 m
Item 83368 –   3 m
Item 83369 –   5 m

Item 83358 –   1 m
Item 83359 –   2 m
Item 83360 –   3 m
Item 83361 –   5 m

Item 83362 –   1 m
Item 83363 –   2 m
Item 83364 –   3 m
Item 83365 –   5 m

Item 83370 –   1 m
Item 83371 –   2 m
Item 83372 –   3 m
Item 83373 –   5 m

Item 83460 – 1 m
Item 83461 – 2 m
Item 83462 – 3 m
Item 83463 – 5 m

EASY
USB
EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

EASY
USB

double
side

d ouble
side

EASY
USB

   Item 83497 –    15 cm
   Item 83498 –    35 cm
   Item 83499 –    50 cm
   Item 83500 –  100 cm

   Item 83713 –    15 cm
   Item 83714 –    35 cm
   Item 83715 –    50 cm
   Item 83716 –  100 cm

USB 2.0 A male > 
USB 2.0 A female ShapeCable

Micro USB 3.0 male > USB 3.0 A female OTG ( )full-covered
• Suitable for USB stick, HDD, mouse, keyboard
• Data medium can only be used in FAT32 format

   Item 83469  –   20 cm

ASUS Eee Pad 40 pin male > USB A female OTG
• Suitable for USB stick, HDD, mouse, keyboard
• Compatible e.g. to ASUS Eee Pad Transformer TF101, TF201, TF300, TF700

  Item 83450  –   12 cm

ASUS Eee Pad 36 pin male > USB A female OTG
• Suitable for USB stick, HDD, mouse, keyboard
• Compatible e.g. to ASUS Eee Pad Transformer TF600T, TF701, TF810C

   Item 83506  –   12 cm

Mini USB male angled > USB 2.0 A female OTG
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83245  –   16 cm

Micro USB type B male angled > USB 2.0 A female OTG
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83104  –   11 cm

USB micro B male angled > 
USB 2.0 A female OTG coiled cable
• Suitable for USB stick, HDD, mobile phones, smar tphones, tablet PCs

   Item 83354  –   28 bis 55 cm

OTG Cables

USB 3.0 A male > 
USB 3.0 A female ShapeCable

•  SATA 6 Gb/s 7 pin male straight > 
SATA 6 Gb/s 7 pin male straight•  

•  Downwards compatible to 
SATA 1,5 Gb/s and 3 Gb/s•  

•  Cable gauge: 28 AWG
•  With metal clips

SATA FLEXI cable
6 Gb/s metal

Also available with different angled Plugs! www.delock.com / RF radio frequency technology/ antenna cable

USB OTG extends the function of mobile devices. The basis is 
always the device with OTG specication e.g. tablets, 
Smartphones, HDD enclosure, digital cameras etc.
X

The basis devices act as limited host. Thus they enable the 
connection of different periphery, e.g. data media like HDD, USB sticks, cameras, Card Reader, printer, 
MP3 player. In order to suppor t the OTG function between the basis device and the peripher y, Delock offers 
different adapter cables and connection kits.

Black antenna cable
Item 88941 to 89952

• Cable type: RG-6/U quad shield
• Impedance: 75 Ohm
• Shield quality: >120 dB
• Smallest bending radius: 40 mm
• Gold-plated connector and 
• metal housing
• Cable diameter: ca. 7.4 mm

F Plug > F Plug F Plug > IEC Jack F Plug > IEC Plug IEC Plug > IEC Jack

   Item 88993  –      1 m
   Item 88994  –   2 m
   Item 88995  –   3 m
   Item 88996  –   5 m
   Item 88997  –   7,5 m
   Item 88998  –   10 m

   Item 88999  –      1 m
   Item 89400  –   2 m
   Item 89401  –   3 m
   Item 89402  –   5 m
   Item 89403  –   7,5 m
   Item 89404  –   10 m

   Item 89405  –      1 m
   Item 89406  –   2 m
   Item 89407  –   3 m
   Item 89408  –   5 m
   Item 89409 –   7,5 m
   Item 89410 –   10 m

   Item 89411  –      1 m
   Item 89412  –   2 m
   Item 89413  –   3 m
   Item 89414  –   5 m
   Item 89415 –   7,5 m
   Item 89416 –   10 m

   Item 88945  –      1 m
   Item 88946  –   2 m
   Item 88947  –   3 m
   Item 88948  –   5 m
   Item 88951 –   7,5 m
   Item 88952 –   10 m

   Item 88953  –      1 m
   Item 88957  –   2 m
   Item 88959  –   3 m
   Item 88961  –   5 m
   Item 88963 –   7,5 m
   Item 88955 –   10 m

   Item 88941  –      1 m
   Item 88942  –   2 m
   Item 88943  –   3 m
   Item 88944  –   5 m
   Item 88949 –   7,5 m
   Item 88950 –   10 m

   Item 88954 –      1 m
   Item 88958  –   2 m
   Item 88960 –   3 m
   Item 88962  –   5 m
   Item 88964 –   7,5 m
   Item 88956 –   10 m

White antenna cable
Item 88993 to 89416

• Cable type: RG-6/U quad shield
• Impedance: 75 Ohm
• Shield quality: >120 dB
• Smallest bending radius: 40 mm
• Gold-plated connector and 
• metal housing
• Cable diameter: ca. 7.4 mm

ShapeCables

   Item 83597 – 1 m 
 –  m    Item 83598 2
 – 3 m    Item 83599

   Item 83588 – 1 m
   Item 83589 2–  m
   Item 83590 – 3 m

USB 3.0 type A > 
USB 3.0 type Micro B with screws  

FireWire 9 pin 90° 
angled with screws > 6 pin 

Screw Type:

Screw spacing:

Cable gauge:

Cable diameter:

Data transfer rate:

Length:
   Item 83591 – 1 m
   Item 83592 2–  m
   Item 83593 – 3 m

FireWire 9 pin with 
screws > 9 pin with screws 
M3 x 0.5

16 mm

26 AWG data line

22 AWG power line

ca. 6.9 mm

up to 800 Mb/s

M2 x 0.4

18 mm 

28 AWG data line

26 AWG power line

ca. 5.5 mm

up to 5 Gb/s 

M3 x 0.5

16 mm

26 AWG data line

22 AWG power line

ca. 6.9 mm

up to 400 Mb/s

SATA FLEXI Cables

shapeable – through

integrated wire

• Cable diameter: ca. 6.5 mm
• Cable gauge: 28 AWG data line
                        24 AWG power line

• Cable diameter: ca. 5 mm
• Cable gauge: 28 AWG data line
                        24 AWG power line

• Host = USB Type-C™; Device = USB Type A
• Cable gauge: 30 AWG data line
                        22 AWG power line
• Output current: up to 3 A
• Cable diameter: ca. 4.5 mm
• Data transfer rate up to SuperSpeed USB 5 Gbps

   Item 65634 15 cm  –   

SuperSpeed USB (USB 3.1 Gen 1) USB 
Type-C™ male > USB Type A female

• Cable gauge: 30 AWG data line
                        22 AWG power line
• Cable diameter: ca. 3 mm
• Data transfer rate up to 480 Mb/s

   Item 65579 15 cm  –   

USB Type-C™ 2.0 male > 
USB 2.0 type A female

USB Type-C™ 2.0 male > 
USB 2.0 type Micro-B female

• Cable gauge: 32 AWG
• Output current: up to 3 A
• Cable diameter: ca. 3.3 mm
• Data transfer rate up to 480 Mb/s

   Item 83672 0,5 m  –   
   Item 83673      1 m  –

USB Type-C™ 2.0 male > USB Type-C™ 2.0 male• Host = USB Type-C™; Device = USB Type Micro B
• Cable gauge: 30 AWG data line
                        22 AWG power line
• Output current: up to 3 A
• Cable diameter: ca. 4.5 mm
• Data transfer rate up to SuperSpeed USB 10 Gbps

   Item 83676 0,5 m  –   
   Item 83677      1 m  –

SuperSpeed USB 10 Gbps (USB 3.1 Gen 2) 
USB Type-C™ male > USB type Micro B male

Look at item 65579

   Item 65578  –   15 cm

male

TM Cables USB Type-C  –

Delock antenna cables make it 
possible to supply the different 
home components with the 
respective antenna signal. 

F Plug > F Plug F Plug > IEC Jack F Plug > IEC Plug IEC Plug > IEC Jack

Cables with screw

• Screw type: #4-40, thread type UNC, thread class 3A,  
   American Standard Screw
• Cable gauge: 32 AWG
• Cable diameter: ca. 5.5 mm
• Gold-plated connector
• 2 x ferrite core

Mini-C male > 
DVI 24+1 male

• High Speed HDMI specication
• DVI connector with screws
• 1 x ferrite core

Item 83582 – 1 m 
Item 83583 2 –  m 
Item 83584 – 3 m 

Micro-D male > 
DVI 24+1 male

• Gold-plated connector
• Data transfer rate up to 5.1 Gb/s
• Resolution up to 1920 x 1200 

Item 83585 – 1 m 
Item 83586 2 –  m 
Item 83587 – 3 m 

Antenna Cables

HDMI Cables

male
EASY USB 2.0 A > 
USB 2.0 Micro B

male
EASY USB 2.0 A > 
USB 2.0 B

male
EASY USB 2.0 A > 
USB 2.0 A

male
EASY USB 2.0 A > 
USB 2.0 Mini B

Extension Cable 
EASY USB 2.0 A male > 
USB 2.0 A female

The EASY USB plug is different to the usual 4 pin plug 
because it has 8 pins. The benefit is that the EASY USB 
plug can be plugged in the conventional USB socket in

Also available with different angled plugs! www.delock.com / Cable / USB 2.0

both directions.

USB 2.0 plug with 8 pins 
instead of conventional plug 
with 4 pins

EASY USB 2.0 A 

Cables EASY USB – Foolproof handling

position 1 + 2

USB 2.0 
Micro 
B male

USB 2.0 
A male

Cables with combo plug

Item 83609 –   20 cm
Item 83610 –   50 cm
Item 83611 –  100 cm

USB 2.0 Power Sharing type A 
+ Micro B combo male > 
USB 2.0 type Micro B male, OTG

USB 2.0 type A + Micro B combo male > 
USB 2.0 type A female, OTG

Item 83612 –   20 cm
Item 83613 –   50 cm
Item 83614 –  100 cm

• Connector combination between USB A and
• Micro B, Micro B can be slid out and locked
• USB 2.0 cable specication
• OTG function (On-The-Go)
• Cable gauge: 28 AWG
• Cable diameter: ca. 3.8 mm
• Gold-plated connector
• Data transfer rate up to 480 Mb/s

Practical! 2 in 1 cable
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   Item 83600  –   1 m   Item 83601  –   1 m   Item 83602  –   1 m   Item 83603  –   1 m
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TM

straight straight / 
Item 84756 –   0.5 m
Item 84757 –     1 m    
Item 84758 –        2 m
Item 84759 –        3 m
Item 84760 –       5 m

angled / straight 
Item 84761 –  0.5 m
Item 84762 –      1 m    
Item 84763 –           2 m
Item 84764 –        3 m
Item 84765 –       5 m

angled / straight
lItem 84735 –  0.5 m 
lItem 84737 –   1 m   
�lItem 84740 –   2 m
lItem 84742 –   3 m 
lItem 84743 –   5 m 

Item 84744 –    5 m l 

Item 83605 –   5 m
Item 83606 –   10 m
Item 83607 –   20 m
Item 83608 –   30 m

Item 83705 –   15 cmItem 83702 –   30 cm Item 83703 –   15 cm Item  –   0 cm83704 3

SATA Express 18 pin male > (7+7+4 pin) 
SATA Express 18 pin male(7+7+4 pin) 

• Data transfer rate up to 1 GB/s (PCI Express Rev. 2.0) 
resp. 2 GB/s (PCI Express Rev. 3.0)• 

• Cable gauge: 26 AWG

  Item 84766 –   50 cm
 

SATA Express 18 pin (7+7+4 pin) male + 
SATA Power > SATA Express 29 pin 
(15+7+7 pin) male

• Data transfer rate up to 1 GB/s (PCI Express Rev. 2.0) 
resp. 2 GB/s (PCI Express Rev. 3.0)• 

• Cable gauge: 26 AWG

  Item 84767 –   30 cm

straight / straight
Item 83688 –       10 cm
Item 83689 –   20 cm
Item 83690 –   30 cm
Item 83691 –   50 cm
Item 83692 – 100 cm

straight / angled
Item 83693 –   10 cm
Item 83694 –   20 cm
Item 83695 –   30 cm
Item 83696 –   50 cm
Item 83697 – 100 cm

Data and Power Cables

Charging cable USB male > 
Sony magnet connector 

Charging cable USB Micro B female > 
Sony magnet connector

USB data and power cable USB A male > 
ASUS male 36 pin

• USB 2.0 type A male >
8 pin Apple Lightning™ connector• 

• Made for
iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S• 

• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation),
• iPod touch (5th generation)
  
   Item 83560 –   1 m  l
   lItem 83561 –   1 m  

• Compatible e.g. to Sony Xperia Z1, Z2 and 
• Sony Xperia Z Ultra

  Item 83558  –   1 m

• Compatible e.g. to Sony Xperia Z1, Z2 and Sony
• Xperia Z Ultra

   Item 83559  –   15 cm

• Compatible e.g. to ASUS Eee Pad Transformer 
• TF600T, TF701, TF810C
• Supports sync- and charging function
  
   Item 83555  –   1 m

USB data and power cable male USB 2.0 A  > 
Micro USB B male with LED indication 

• Cable gauge: 28 AWG
• LED indicator
  
   Item 83604 –   1 m  l

   lItem 83573 –   1 m  

Cable + KM Switch Cable incl. Card Reader

Micro USB 2.0 type B male OTG > USB 2.0 type A male  
incl. Micro SD Card Reader

• 1 x Micro SD slot (integrated in the USB A plug)
• Chipset: MA8170
• Supports following memory cards: Micro SD, Micro SDHC, 

Micro SDXC• 
• Switch for setting the OTG mode or the data and charge function
• OTG function needed

   Item 91709  –   10 cm

Data Link + KM Switch USB 3.0 
type A male > USB 3.0 type A male

• Chipset: OTI7300
• Keyboard and mouse can be used for 

two computers• 
• Switching between the computers through cursor 

scrolling or hot key (adjustable)• 
• Data transfer in both directions possible
• Gold-plated connector

   Item 83647  –   1.5 m 
 

Delock USB data and power cable for 
Apple and Micro USB devices

• USB 2.0 type A male >
• 8 pin Apple Lightning™ connector
• + USB 2.0 type Micro B male
• Made for
• iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S
• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation),
• iPod touch (5th generation)

   Item 83773 –   1 m

USB data and power cable for iPhone™, 
iPad™, iPod™ with LED indication

• USB 2.0 type A male >
8 pin Apple Lightning™ connector• 

• Made for
• iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S
• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation)
• iPod touch (5th generation)
• LED indication for charging status
  1. Lights up red: rechargeable battery will be     
         charged
  2. Lights up blue: rechargeable battery charged

   Item 83772 –   1 m

USB data and power cable for iPhone™, 
iPad™, iPod™

USB data and power cable male USB A  > 
ASUS  40 pinmale

• Compatible e.g. to ASUS Eee Pad Transformer
TF101, TF201, TF300, TF700• 

• Supports sync- and charging function
  
   Item 83451  –   1 m

USB Type-C™ 2.0 male > 
USB 2.0 A male

USB Type-C™ 2.0 male > 
USB 2.0 B male 

USB Type-C™ 2.0 male > 
USB 2.0 Micro B male

USB Type-C™ 2.0 male > 
USB 2.0 Mini B male

SPEED The current USB 3.0 standard is called SuperSpeed USB (USB 3.1 Gen 1). It allows data 
TM transfer rates of up to 5 Gbit/s. The fastest transfer mode of the USB Type-C connector is called 

SuperSpeed USB 10 Gbps (USB 3.1 Gen 2) and allows data transfer rates of up to 10 Gbit/s.

TMSLIM BUT RUGGED DESIGN The USB Type-C  connector is rugged enough to be practically 
used in laptops and tablet PCs. Due to its slim design, similar to a Micro USB connector, it will be 
integrated into a lot of mobile devices in the future.

TMUSB Type-C  male

USB Type A male
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SATA Express Cables

• Extremly robust and resistant
• Very thin, light, pliable cable

Stereo Jack 3.5 mm 4 pin male > 
male for IPhone with textile shielding

• 3.5 mm 4 pin Stereo jack male >
• 3.5 mm 4 pin Stereo jack male
• Cable gauge: 24 AWG
• Connector: gold-plated
• Cable with textile shielding
• for protection of the cable

Stereo Jack 3.5 mm 4 pin male > 
angled male for IPhone

• 3.5 mm 4 pin Stereo jack > 
• 3.5 mm 4 pin Stereo jack angled
• Cable gauge: 24 AWG
• Gold-plated connector

SATA Cable 6 Gb/s metal Premium

• SATA 6 Gb/s 7 pin male > SATA 6 Gb/s 7 pin male 
• Downwards compatible to SATA 1.5 Gb/s and 3 Gb/s
• Cable gauge: 28 AWG ground / 26 AWG data line
• Metal clips gold-plated
• Nylon shielding for protection of the cable

TM 
Thunderbolt II

Cable Thunderbolt™ optical 

• Thunderbolt™ male > male
• Only for devices with power supply
• Chipset: Intel
• Cable gauge: AWG 36
• Cable diameter: ca. 4 mm
• Based on PCI Express and Displaypor t
• Cascadable up to 6 Thunderbolt™ devices 
• (Daisy Chain)
• Supports data / video over a single cable
• Data transfer rate up to 10 Gb/s

hs i ee ldlit inx get

Power Cable PCI Express 
8 pin male > 2 x 4 pin male

• Cable gauge: 18 AWG 

• Inner conductor: tinned copper

 

• Voltage: 12 V
• Cable with textile shielding for protection of the cable

Extension Power cable 8 pin 
EPS male > 8 pin EPS female

Power Cable 
8 pin EPS > 2 x 4 pin

Power Cable PCI Express 6 pin 
female > 2 x 8 (6+2) pin male 
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TM

straight straight / 
Item 84756 –   0.5 m
Item 84757 –     1 m    
Item 84758 –        2 m
Item 84759 –        3 m
Item 84760 –       5 m

angled / straight 
Item 84761 –  0.5 m
Item 84762 –      1 m    
Item 84763 –           2 m
Item 84764 –        3 m
Item 84765 –       5 m

angled / straight
lItem 84735 –  0.5 m 
lItem 84737 –   1 m   
�lItem 84740 –   2 m
lItem 84742 –   3 m 
lItem 84743 –   5 m 

Item 84744 –    5 m l 

Item 83605 –   5 m
Item 83606 –   10 m
Item 83607 –   20 m
Item 83608 –   30 m

Item 83705 –   15 cmItem 83702 –   30 cm Item 83703 –   15 cm Item  –   0 cm83704 3

SATA Express 18 pin male > (7+7+4 pin) 
SATA Express 18 pin male(7+7+4 pin) 

• Data transfer rate up to 1 GB/s (PCI Express Rev. 2.0)
resp. 2 GB/s (PCI Express Rev. 3.0)• 

• Cable gauge: 26 AWG

  Item 84766 –   50 cm

SATA Express 18 pin (7+7+4 pin) male + 
SATA Power > SATA Express 29 pin 
(15+7+7 pin) male

• Data transfer rate up to 1 GB/s (PCI Express Rev. 2.0)
resp. 2 GB/s (PCI Express Rev. 3.0)• 

• Cable gauge: 26 AWG

  Item 84767 –   30 cm

straight / straight
Item 83688 –       10 cm
Item 83689 –   20 cm
Item 83690 –   30 cm
Item 83691 –   50 cm
Item 83692 – 100 cm

straight / angled
Item 83693 –   10 cm
Item 83694 –   20 cm
Item 83695 –   30 cm
Item 83696 –   50 cm
Item 83697 – 100 cm

Data and Power Cables

Charging cable USB male > 
Sony magnet connector 

Charging cable USB Micro B female > 
Sony magnet connector

USB data and power cable USB A male > 
ASUS male 36 pin

• USB 2.0 type A male >
8 pin Apple Lightning™ connector• 

• Made for
iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S• 

• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation),
• iPod touch (5th generation)

   Item 83560 –   1 m  l
lItem 83561 –   1 m  

• Compatible e.g. to Sony Xperia Z1, Z2 and 
• Sony Xperia Z Ultra

  Item 83558  –   1 m

• Compatible e.g. to Sony Xperia Z1, Z2 and Sony
• Xperia Z Ultra

Item 83559  –   15 cm

• Compatible e.g. to ASUS Eee Pad Transformer 
• TF600T, TF701, TF810C
• Supports sync- and charging function

   Item 83555  –   1 m

USB data and power cable male USB 2.0 A  > 
Micro USB B male with LED indication 

• Cable gauge: 28 AWG
• LED indicator

   Item 83604 –   1 m  l
lItem 83573 –   1 m  

Cable + KM Switch Cable incl. Card Reader

Micro USB 2.0 type B male OTG > USB 2.0 type A male  
incl. Micro SD Card Reader

• 1 x Micro SD slot (integrated in the USB A plug)
• Chipset: MA8170
• Supports following memory cards: Micro SD, Micro SDHC, 

Micro SDXC• 
• Switch for setting the OTG mode or the data and charge function
• OTG function needed

   Item 91709  –   10 cm

Data Link + KM Switch USB 3.0 
type A male > USB 3.0 type A male

• Chipset: OTI7300
• Keyboard and mouse can be used for 

two computers• 
• Switching between the computers through cursor 

scrolling or hot key (adjustable)• 
• Data transfer in both directions possible
• Gold-plated connector

   Item 83647  –   1.5 m 

Delock USB data and power cable for 
Apple and Micro USB devices

• USB 2.0 type A male >
• 8 pin Apple Lightning™ connector
• + USB 2.0 type Micro B male
• Made for
• iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S
• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation),
• iPod touch (5th generation)

   Item 83773 –   1 m

USB data and power cable for iPhone™, 
iPad™, iPod™ with LED indication

• USB 2.0 type A male >
8 pin Apple Lightning™ connector• 

• Made for
• iPhone 6S, 6S Plus, 6, 6 Plus, 5, 5C, 5S
• iPad, iPad mini, iPad mini 2, iPad mini 3, iPad Air, 
• iPad Air 2,  iPod nano (7th generation)
• iPod touch (5th generation)
• LED indication for charging status
  1. Lights up red: rechargeable battery will be     
     charged
  2. Lights up blue: rechargeable battery charged

   Item 83772 –   1 m

USB data and power cable for iPhone™, 
iPad™, iPod™

USB data and power cable male USB A  > 
ASUS  40 pinmale

• Compatible e.g. to ASUS Eee Pad Transformer
TF101, TF201, TF300, TF700• 

• Supports sync- and charging function

   Item 83451  –   1 m

USB Type-C™ 2.0 male > 
USB 2.0 A male

USB Type-C™ 2.0 male > 
USB 2.0 B male 

USB Type-C™ 2.0 male > 
USB 2.0 Micro B male

USB Type-C™ 2.0 male > 
USB 2.0 Mini B male

SPEED The current USB 3.0 standard is called SuperSpeed USB (USB 3.1 Gen 1). It allows data 
TM transfer rates of up to 5 Gbit/s. The fastest transfer mode of the USB Type-C connector is called 

SuperSpeed USB 10 Gbps (USB 3.1 Gen 2) and allows data transfer rates of up to 10 Gbit/s.

TMSLIM BUT RUGGED DESIGN The USB Type-C connector is rugged enough to be practically 
used in laptops and tablet PCs. Due to its slim design, similar to a Micro USB connector, it will be 
integrated into a lot of mobile devices in the future.

TMUSB Type-C  male
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SATA Express Cables

• Extremly robust and resistant
• Very thin, light, pliable cable

Stereo Jack 3.5 mm 4 pin male > 
male for IPhone with textile shielding

• 3.5 mm 4 pin Stereo jack male >
• 3.5 mm 4 pin Stereo jack male
• Cable gauge: 24 AWG
• Connector: gold-plated
• Cable with textile shielding
• for protection of the cable

Stereo Jack 3.5 mm 4 pin male > 
angled male for IPhone

• 3.5 mm 4 pin Stereo jack >
• 3.5 mm 4 pin Stereo jack angled
• Cable gauge: 24 AWG
• Gold-plated connector

SATA Cable 6 Gb/s metal Premium

• SATA 6 Gb/s 7 pin male > SATA 6 Gb/s 7 pin male 
• Downwards compatible to SATA 1.5 Gb/s and 3 Gb/s
• Cable gauge: 28 AWG ground / 26 AWG data line
• Metal clips gold-plated
• Nylon shielding for protection of the cable

TMThunderbolt II

Cable Thunderbolt™ optical 

• Thunderbolt™ male > male
• Only for devices with power supply
• Chipset: Intel
• Cable gauge: AWG 36
• Cable diameter: ca. 4 mm
• Based on PCI Express and Displaypor t
• Cascadable up to 6 Thunderbolt™ devices
• (Daisy Chain)
• Supports data / video over a single cable
• Data transfer rate up to 10 Gb/s
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Power Cable PCI Express 
8 pin male > 2 x 4 pin male

• Cable gauge: 18 AWG

• Inner conductor: tinned copper

• Voltage: 12 V
• Cable with textile shielding for protection of the cable

Extension Power cable 8 pin 
EPS male > 8 pin EPS female

Power Cable 
8 pin EPS > 2 x 4 pin

Power Cable PCI Express 6 pin 
female > 2 x 8 (6+2) pin male 
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