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Active Optical Cable 
Displayport 1.2 male > 
Displayport male 4K 60 Hz

85520  20 m 85521  30 m 85523  50 m

• Connectors:
1 x Displayport 20 pin male >• 
1 x Displayport 20 pin male• 

• Displayport 1.2 specification
• Fibre optical cable with low signal degradation
• Not affected by electromagnetic interference
• Cable diameter: ca. 4.8 mm
• Transmission of audio and video signals
• Data transfer rate up to 21.6 Gb/s
• Resolution up to 3840 x 2160 @ 60 Hz 

(depending on the system and the connected • 
hardware)• 

Extension cable SuperSpeed USB 
(USB 3.1 Gen 1) USB Type-C™ 
male > female 3 A

85532  0.5 m
  85534 1.5 m

85533  1 m
  85542 2 m

• Connectors:
1 x SuperSpeed USB Type-C™ male >• 
1 x SuperSpeed USB Type-C™ female• 

• Cable gauge:
32 AWG data line• 
24 AWG power line• 

• Output current: up to 3 A
• Cable diameter: ca. 4.5 mm
 
 

Cable Displayport 1.2 male > 
Displayport male 4K 

83805  1 m
  83806 2 m

83807  3 m
  83808 5 m

84860    7 m
  84862 10 m

• Connector:
Displayport 20 pin male >• 
Displayport 20 pin male• 

• Displayport 1.2 specification
• Cable diameter: ca. 7.3 mm
• Copper conductor
• Triple shielded cable
• Gold-plated connector
• Transfer of audio and video signals
• Data transfer rate up to 21.6 Gbps
• Resolution up to 3840 x 2160 @ 60 Hz 

(depending on the system and the • 
connected hardware)• 

Cables / Mouse / Card Reader / Microphone

PCI Express power cable 
6 pin female > 
2 x 8 pin male 30 cm

• Connectors:
1 x PCI Express female power supply 6 pin female >• 
2 x PCI Express female power supply 8 pin (6+2) male• 

• Voltage: 12 V
• Cable gauge: 20 AWG
• With nylon braid
• Length incl. connectors: ca. 30 cm 

with 
nylon braid

85455

USB Microphone with base and 
Touch-Mute Button
• Connector: 1 x USB 2.0 Type-A 

reversible male• 
• Sensitivity: -37 dB +/- 3 dB
• Frequency range: 70 Hz - 15 kHz
• Impedance: 2.2 kOhm +/- 30% at 1 kHz
• Sample rate: 16 Bit / 48 kHz
• Touch Mute-Button
• Gooseneck
• Dimensions (LxWxH): ca. 140 x 60 x 60 mm

65868
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Card Reader USB Type-C™ / 
USB 3.1 Gen 1 Type-A > 
SD / MMC + Micro SD
• Connectors:

1 x SuperSpeed USB • 
(USB 3.1 Gen 1) USB Type-C™ male• 
1 x SuperSpeed USB • 
(USB 3.1 Gen 1) Type-A male• 
1 x SD slot• 
1 x Micro SD slot• 

• Chipset: Genesys Logic GL3224
• Dimensions (LxWxH): ca. 79.6 x 19.1 x 7.8 mm

91499

Ergonomic vertical optical 5-button 
mouse 2.4 GHz wireless
• Connector: 1 x USB 2.0 Type-A male
• Compact nano USB receiver
• For right handers
• Dimensions (LxWxH):

Mouse ca. 129,60 x 68,76 x 73,00 mm• 
USB receiver ca. 19.0 x 14.5 x 6.5 mm• 

Ergonomic

12528

Optical 3-button mini mouse 
USB Type-C™ 2.4 GHz wireless
• Connector: 1 x USB Type-C™ male
• Compact nano USB Type-C™ receiver
• For right and left handers
• Dimensions (LxWxH):

Mouse ca. 104.4 x 66.9 x 35.6 mm• 
USB Type-C™ receiver ca. 23.8 x 15.5 x 7.3 mm• 

TMUSB Type-C

12526
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87714   2 x Displayport 
   87715 2 x HDMI
   87716 1 x HDMI + 1 x Displayport

USB Type-C™ Splitter 
(DP Alt Mode) > 

62988   HDMI 4K 60Hz
   62989 VGA 
   62990 mini Displayport 4K 60Hz
            

Splitter / Adapter / Installation Frame / PCI Express Card

USB Type-C™ Adapter  
male > 

 (DP Alt Mode) mit PD function

 87719   2 x HDMI out 4K 30 Hz 

USB Type-C™ Splitter 
(DP Alt Mode) >
 This splitter is suitable for the connection of two  

monitors to a computer with USB-C™ interface 
and Displayport alternate mode support. Two 
monitors can be operated simultaneously at the 
outputs.

This adapter is suitable for the connection of a 
monitor to a computer with USB-C™ interface 
and Displayport alternate mode support.

This splitter is suitable for the connection of two 
HDMI monitors to a computer with USB-C™ 
interface and Displayport alternate mode support. 
Two monitors can be operated simultaneously at 
the outputs.

USB Type-C™ 
Splitter and
Adapter

Slim SATA 5.25″ Installation Frame
for 1 x M.2 SSD Key B + Fan
• Connector:

1 x 67 pin M.2 key B slot• 
1 x Slim SATA 13 pin male• 

• For the installation into a slim 5.25″ bay
• Interface: SATA
• Supports M.2 modules in format 2280, 2260, 2242 

and 2230 with key B or key B+M based on SATA• 
• Maximum height of the components on the module: 

1.5 mm, application of double-sided assembled • 
modules supported• 

• Data transfer rate up to 6 Gb/s
• 1 x on / off switch for the fan
• Dimensions (LxWxH): ca. 128 x 128 x 10 mm

63287

PCI Express Card > 1 x internal USB 3.1 
Gen 2 key B 20 pin female
• Connectors internal:

1 x SuperSpeed USB 10 Gbps • 
(USB 3.1 Gen 2) key B 20 pin female• 
1 x SATA 15 pin power plug• 
1 x PCI Express x4, V3.0• 

• Chipset: Asmedia ASM2142
• Power supply via PCI Express interface 

or via SATA 15 pin power connector• 
• Supports eXtensible Host Controller Interface 

(xHCI) specification 1.1• 
• Compliant with USB Attached SCSI Protocol 

(UASP) Rev. 1.0 • 

89801

USB 3.1 Gen 2
Key B 20 pin female

Cable USB 3.1 Gen 2 

key B 20 pin male > 
USB 3.1 Gen 2 key B 
20 pin male 45 cm

85328

Cable USB 3.1 Gen 2

key B 20 pin male > 
2 x USB 3.1 Gen 2 Type-A 
female panel-mount 45 cm

85327



 
back side:
1 x USB Type-C™ male
3 x USB 3.0 Typ-A female
1 x Headset 3.5 mm 4 pin jack
1 x SD / SDHC / SDXC / MMC slot
1 x Micro SD / SDHC / SDXC slot

4K
30Hz

front side:
1 x Gigabit LAN 10/100/1000 Mbps RJ45 female
1 x mini Displayport 20 pin female
1 x HDMI-A 19 pin female
1 x VGA 15 pin female
1 x USB Type-C™ female (power supply)

HDMI VGA

RJ45

mini DP
TMUSB  Type C

PD

USB 3.1 USB 3.1 USB 3.1

NEW

480 GB 
memory

This portable SSD by Delock can be connected to a PC or laptop 

via Thunderbolt™ 3 interface. Due to the small dimensions, the 

SSD is ideal as on the go companion. 
The high read and write speed 
supports fast data transfer 
even for big amount of data, 
which is particularly important 
in the photo and video range. The 
robust metal housing with cooling fins on the 
sides ensures an optimum temperature of the memory. 

www.delock.com

More detailed information about our products can be found at   

The items offered are available while stocks last. All logos and trademarks are the 
property of their respective owners.Specifications, delivery times and errors reserved.E
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 USB Type-C™ 3.1 Docking Station 4K 30 Hz
• HDMI and Displayport ports support: extended and mirror,

resolution up to 2560 x 1440 @ 60 Hz or 3840 x 2160 @ 30 Hz• 
(depending on the system and the connected hardware)• 

• VGA resolution up to 1920 x 1080 @ 60 Hz
• Transfer of audio and video signals
• Output power: max. 10 W total,

1 x USB Type-A female max. 7.5 W,• 
2 x USB Type-A female max. 5 W (combined)• 

• Input power: 1 x USB Type-C™ female max. 60 W
• Metal housing
• Rubber pads for safe grip and secure stand
• Cable length incl. connector: ca. 18 cm
• Dimensions (LxWxH): ca. 13.7 x 7.5 x 1.7 cm 

 87297

Thunderbolt™ 3 
External Portable 240 GB SSD M.2 PCIe NVMe 
• Connector: 1 x Thunderbolt™ 3 USB Type-C™ 24 pin male
• Capacity: 240 GB
• Interface: PCIe Rev. 3.0
• Maximum read speed: 2800 MB/s
• Maximum write speed: 2300 MB/s
• Power consumption: ca. 6 W
• Storage temperature: 5 °C ~ 35 °C
• Operating temperature: 5 °C ~ 35 °C
• Thunderbolt™ 3 bus powered
• Passive cooling of the memory by the metal housing with integrated cooling fins
• Cable length without connectors: ca. 16 cm
• Dimensions (LxWxH): ca. 108 x 65 x 14 mm

 54000

 Thunderbolt™ 3 Flash Memory

Thunderbolt™ 3 
External Portable 480 GB SSD M.2 PCIe NVMe 

 54007

TM
USB Type-C  Docking Station New all-rounder

TM 
Versatile interfaces for computers with USB Type-C

connector or Thunderbolt ™ 3 connector

read: up to 2800 MB/s

write: up to 2300 MB/s


