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SuperSpeed USB 20 Gbps Enclosure for 
M.2 NVMe PCIe SSD with USB Type-C™
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DELOCK NEWS

* depending on the system and the connected hardware

91755 NEW
PCI Express Card to 1 × external 
CFexpress slot

• Connectors:
 external: 1 × CFexpress slot
 internal:  1 × PCI Express x4, V3.0
• Form factor: type B
• Push to push CFexpress socket
• Supports NVM Express (NVMe)
• Bootable, ex UEFI version 2.3.1
• LED indicator for power and access

91741 NEW
USB Type-C™ Card Reader for 
XQD 2.0 memory cards 

• Connectors:
 1 × SuperSpeed USB (USB 3.2 Gen 1)
  USB Type-C™ male to
 1 × XQD 2.0 slot
• Push to push XQD socket
• For XQD memory cards based on USB
• Data transfer rate up to:
 SuperSpeed USB 5 Gbps
• Housing material: aluminium
• Dimensions without cable (L × W × H): 
 ca. 62 × 57 × 15 mm 
• Plug & Play

89013 NEW
PCI Express x4 Card to 1 × internal NVMe 
M.2 Key M with heat sink and RGB LED 
illumination

• Connectors:
 internal:
 1 × 67 pin M.2 key M slot
 1 × PCI Express x4, V4.0
 1 × 3 pin LED pin header male (5 V)
• Interface: PCIe
• Supports M.2 modules in format 2280, 2260, 

2242 and 2230 with key M or key B+M based 
 on PCIe
• 6 × LED
• Bootable

DELOCK NEWS

62632 NEW
USB Type-C™ Adapter to HDMI 
(DP Alt Mode) 8K with HDR function 

• Connectors:
 1 ×  USB Type-C™ male
 1 ×  HDMI-A female
• Chipset: VIA VL103 + Realtek RTD2173
•	DisplayPort	1.4	specification
• Resolution:
 with DSC: 7680 x 4320 @ 60 Hz*
 without DSC: 7680 x 4320 @ 30 Hz*  
• Transmission of audio and video signals
• Supports 3D displays
• Supports HDR10
• Supports HDCP 1.4 and 2.2

47003 NEW
Mobile Rack PCI Express Card for 
1 × M.2 NMVe SSD

• Connectors:
 PCIe card:
 1 × PCI Express x4, V3.0
 1 × 67 pin M.2 key M slot
 M.2 tray:
 1 × 67 pin M.2 Key M male
 1 × 67 pin M.2 key M slot
• Supports M.2 modules in format 2280, 2260,  

2242 and 2230 with key M or key B+M
 based on PCIe
• Data transfer rate up to 32 Gbps

63797 NEW
Converter EDSFF E1.S to 
M.2 Key M slot NVMe

• Connectors:
 1 × EDSFF E1.S male to
 1 × 67 pin M.2 key M slot
• Interface: PCIe x4 Rev. 4.0
• Supports M.2 modules in format 2280 
 and 2260 with key M or key B+M based 
 on PCIe
• LEDs for power and activity
• Supports NVM Express (NVMe)
• Bootable, ex UEFI version 2.3.1
• Supports S.M.A.R.T.
• Supports TRIM
• Dimensions (L × W × H): ca. 111 × 31 × 6 mm
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87774 NEW
USB Type-C™ Docking Station 4K - 
Dual HDMI MST / USB 3.2 / SD / 
LAN / PD 3.0

• Transmission of audio and video signals
• Functions: Mirrored or Extended (Windows only)
• It can be used two memory cards at the same 

time
• Data can be exchanged directly between two 

connected memory cards
• Supports HDCP 1.4 and 2.2
• Supports HDR
• Output power for host: max. 85 W

4K
60Hz

61002
USB 2.0 Bluetooth 4.0 Adapter 2 in 1 USB 
Type-C™ or Type-A  

• Connectors:
 1 × USB 2.0 Type-A male
 1 × USB 2.0 Type-C™ male
• Chipset: Cambridge Silicon Radio
• Bluetooth standard 4.0 dual mode + EDR
• Class 2, operating range up to 10 meter
• Frequency range: 2.4 - 2.4835 GHz
• Data transfer rate up to 3 Mbps
•	Supports	Bluetooth	profile	A2DP
• Dimensions (L×W×H): ca. 34 × 20 × 12 mm

66640 NEW
Professional Computer Podcasting 
Microphone with XLR connector and 3 
pin stereo jack male + adapter cable for 
Smartphone and Tablet 

• Directivity: unidirectional
• Sensitivity: -38 dB +/- 3 dB
• Frequency range: 30 Hz - 16 kHz
• Signal-to-noise ratio (SNR): ca. 70 dB
• Self-Noise: max. 16 dBA

63332 NEW
HDMI HD Audio Extractor 4K 60 Hz 
to HDMI with eARC 

• Connectors:
 Input:
 1 × HDMI-A female
 1 × USB Type Micro-B female 
  5 V power supply)
 Output:
 2 × HDMI-A female
• High Speed HDMI, 3D and HDCP 1.4 / HDCP 2.2
• Supports HDR (High Dynamic Range)
• Resolution up to 3840 x 2160 @ 60 Hz*
• Video bandwidth up to 600 MHz / 6 Gbps,  

max. 18 Gbps
• Dimensions (L×W×H): ca. 70 × 65 × 27 mm

4K
60Hz

27178 NEW
USB Stereo Headset with Volume 
Control for PC and Laptop - Ultra Light-
weight  

• Connector: 1 × USB 2.0 Type-A male
• Directivity: omnidirectional
• Sensitivity:
 Headphone: 105 dB +/- 3 dB
 Microphone: -42 dB +/- 2 dBV/Pa
• Frequency range:
 Headphone: 20 Hz - 20 kHz
 Microphone: 40 Hz - 13 kHz
• Impedance: 32 +/- 5 Ohm
• Sample rate: 16 Bit / 48 kHz for record
 and playback

90052 NEW
Shark Fin Antenna with LTE + 
WLAN + GNSS multiband 

• Connectors:
 1 × SMA plug (3.5 dBi)
 1 × SMA plug (2.0 dBi)
 1 × RP-SMA plug
• Operating temperature: -40 °C ~ 85 °C
• Housing material: ABS
• Cable length: ca. 3 m
• Cable type: RG-174
• Protection class: IP67
• Dimensions (L×W×H):
 ca.182 × 69 × 70 mm

DELOCK NEWS DELOCK NEWS

Card Reader · Converter · PCI Express Cards · Mobile Racks · Adapters 
External Enclosures · Hubs · Docking Stations · Audio Extractors · Plugs · Stereo 
Headsets · Antennas · Microphones · Panels · Cables · Easy 45 · Modules 

* depending on the system and the connected hardware



6

  

766

DELOCK NEWS DELOCK NEWS

86731 NEW
FPC Flat Ribbon Cable USB Type-C™ 
to DisplayPort (DP Alt Mode) 
4K 60 Hz

• Chipset: Chrontel CH7213C
•	DisplayPort	1.2	specification
•	FPC	(Flexible	Printed	Circuit)	flat	ribbon	cable
• Cable thickness: ca. 3 mm
• Resolution up to 3840 × 2160 @ 60 Hz* 
• Transmission of audio and video signals
• Supports 3D displays
• Supports HDR
• Supports HDCP 1.4 and 2.2
• Length incl. connectors: ca. 13.5 cm

4K 60Hz
HDR

64120 NEW
USB Type-C™ Adapter to DisplayPort 
(DP Alt Mode) 4K 60 Hz 
– compact design

• Chipset: Chrontel CH7213C
•	DisplayPort	1.2	specification
• Signal direction: USB Type-C™ input 
 to DisplayPort output
• Resolution up to 3840 x 2160 @ 60 Hz*
• Transmission of audio and video signals
• Supports HDR
• Supports HDCP 1.4 and 2.2
• (L × W × H): ca. 41 × 22 × 9 mm

64117 NEW
USB Type-C™ Card Reader for SD / 
MMC + Micro SD memory cards 
– compact design

• Chipset: Genesys Logic GL3224
• Data transfer rate up to 5 Gbps
• USB bus powered
• Colour: grey
• Plug & Play
• (L × W × H): ca. 51 × 35 × 10 mm

 

* depending on the system and the connected hardware

4K 60Hz
HDR

66819 NEW
10"  Keystone Patch Panel 6 Port 
tool free

• For mounting in 10"   network cabinet, 1U
• 6 Keystone ports 16.5 x 14.9 mm
• Material: metal
• Housing colour: black
• (L × W × H): ca. 254 × 44 × 12 mm

66677 NEW
10"  Cable support rail 1U black

• For mounting in 10"  network cabinet, 1U
• 14 cable routings
• Colour: black
• Material: metal
• (L × W × H): ca. 254 × 44 × 10 mm

66768 NEW
10"  Fiber Optic Patch Panel 12 Port LC 
Duplex aqua 1U black

•	For	multi-mode	fiber	OM3
• Ceramic sleeve
• With dust cover
• For mounting in 10"  network cabinet, 1U
• 12 ports with LC Duplex couplers
• (L × W × H): ca. 254 × 44 × 10 mm
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81325
Easy 45 Grounded Power Socket with 
a 45° arrangement 2-way extendable

• Connectors:
  2  × socket CEE 7/3
 3  × screw terminal for PE, N, L
• Rated current: 16 A / 250 V~
• Rated power: 4000 W
• (L × W × H): ca. 90 × 45 × 40 mm

81324
Easy 45 Grounded Power Socket 
with a 45° arrangement extendable 

• Connectors:
 1 × socket CEE 7/3
 3 × screw terminal for PE, N, L
• Rated current: 16 A / 250 V~
• Rated power: 4000 W
• (L ×W × H): ca. 45 × 45 × 40 mm

Easy 45 is a variable, modular system 
to put together components like power 
sockets, HDMI or USB connectors 
according to your own needs. 

The Easy 45 modules are standardized and 
can be mounted in various module holder 
or installation trunkings.

EASY
45

EASY45
SYSTEM

81313
Easy 45 USB Charging Port Module 1 x 
Type-A + 1 x USB Type-C™

• Connectors:
 1 × USB Type-A female
 1 × USB Type-C™ female
 1 × 2 pin terminal block N, L
• Input: AC 100 ~ 240 V / 50 ~ 60 Hz / 0.2 A
• USB output: max. 5.0 V / 2.1 A total
• Output power: max. 10.5 W total
• (L × W× H): ca. 45 × 45 × 38 mm

81312
Easy 45 USB Charging Port Module 
1 × USB Type-C™ PD

• Connectors:
 1 × USB Type-C™ female
 1 × 2 pin terminal block N, L
• Input: AC 100 ~ 240 V / 50 ~ 60 Hz / 0.5 A
• Output:
 USB Type-C™ Power Delivery (PD):
 5.0 V 3.0 A, 9.0 V 2.0 A, 12.0 V 1.5 A
• Output power: max. 18.0 W total
• (L × W × H): ca. 45 × 45 × 38 mm

81311
Easy 45 USB Charging Port Module 
1 × USB Type-A 

• Connectors:
 1 × USB Type-A female
 1 × 2 pin terminal block N, L
• Input: AC 100 ~ 240 V / 50 ~ 60 Hz / 0.5 A
• Output: USB-A 5.0 V 3.0 A, 9.0 V 2.0 A, 12.0 

V 1.5 A
• Output power: max. 18.0 W total
• (L × W × H): ca. 45 × 45 × 39 mm

DELOCK EASY 45 DELOCK EASY 45
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DELOCK EASY 45

81343
Easy 45 Module USB 2.0 Type-A female 
to Terminal Block 22.5 × 45 mm

• Connectors: 
external: 1 × USB 2.0 Type-A female

 internal:  1 × 6 pin terminal block screw terminal
• Dimensions (L × W × H):  

ca. 22.5 × 45.0 × 33.0 mm

81305
Easy 45 DisplayPort Module straight 
22.5 × 45 mm

• Connectors:
 2 × DisplayPort female
• Resolution up to 7680 x 4320 @ 30 Hz*
• Supports HDCP 2.2
• Supports HDR
• Pin 20 is connected (supports 3.3 V)
• Dimensions (L × W × H): 
 ca. 22.5 × 45.0 × 38.5 mm 

81339
Easy 45 Module 3 × RCA female port 
22.5 × 45 mm

• Connectors:
 external: 3 × RCA female
 internal: 1 × 6 pin terminal block 
 screw terminal
• Dimensions (L × W × H):  

ca. 22.5 × 45.0 × 3.0 mm

81346
Easy 45 Module VGA female to 
Terminal Block 22.5 × 45 mm

• Connectors:
 external: 1 × VGA female
 internal:  1 × 16 pin terminal block screw 

terminal
• Dimensions (L × W × H):  

ca. 22.5 × 45.0 × 43.0 mm

81375
Easy 45 Module USB 2.0 3 in 1 
Retractable Cable USB Type-A to 
USB-C™, Micro USB and Lightning

• Connectors:
  1 × USB 2.0 Type-A male
  1 × 8 pin Apple Lightning™ male
  1 × USB Type Micro-B male
  1 × USB Type-C™ male
• Dimensions (L × W × H):  

ca. 45.0 × 22.5 × 47.0 mm

81377
Easy 45 Module Power Retractable 
Cable DC 5.5 × 2.1 mm female / 
male white

• Connectors:
 external: 1 x DC 5.5 × 2.1 mm male
 internal:  1 x DC 5.5 × 2.1 mm female
• Dimensions (L × W × H):  

ca. 45.0 × 22.5 × 47.0 mm

81352
Easy 45 Module DVI 24+1 female to 
Terminal Block 22.5 × 45 mm

• Connectors:
 external: 1 × DVI 24+1 female
 internal:  1 × 27 pin terminal block 
 screw terminal
• Dimensions (L × W × H):  

ca. 22.5 × 45.0 × 55.0 mm

81361
Easy 45 Module Network 
Retractable Cable RJ45 Cat.5e black

• Connectors:
 2 × RJ45 plug
• Dimensions (L × W × H): 
 ca. 45.0 × 22.5 × 47.0 mm

81304
Easy 45 HDMI Module 
angled 90° 22.5 ×45 mm

• Connectors:
 extern: 2 × HDMI-A female
• Dimensions (L × W × H):  

ca. 22.5 × 45.0 × 27.6 mm

81349
Easy 45 Module D-Sub 9 pin male to 
6 pin Terminal Block 22.5 × 45 mm

• Connectors:
 external: 1 × D-Sub 9 pin male
 internal:  1 × 6 pin terminal block 
 screw terminal
• Dimensions (L × W × H):
 ca. 22.5 × 45.0 × 25.0 mm

EASY
45 Suitable for module holder Delock Easy 45 and 

45 mm cable duct with minimum depth 45 mm

81317

81315

81316

81300

81333

81378

81379

DELOCK EASY 45

81353
Easy 45 Module Keystone Holder

• One Keystone port 19.2 ×14.9 mm
• Dimensions (L × W × H): 
 ca. 22.5 × 45.0 × 22.0 mm

81314
Easy 45 Module Plate Round cut-out

• Cut-out: Ø 19.2 mm
• Dimensions (L × W × H): 
 ca. 45.0 × 22.5 × 22.0 mm

Holder for installation trunking
81332   (82 mm × 82 mm)
81333   (152 mm × 82 mm)

10" & 19"  Patchpanels
81379   10"  (2 cut-outs)
81378   19"  (4 cut-outs)

Module Holder with Frame
81315     (85 mm × 80 mm)
81316   (130 mm × 80 mm) 
81317   (175 mm × 80 mm)

Module holders
Surface-mounted Housing
81300   (80 mm × 80 mm)

* depending on the system and the connected hardware



More detailed information about our 
products can be found at: www.delock.com
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64157
Thunderbolt™ 4 Hub 3 Port with 
additional SuperSpeed USB Type-A Port

• Connectors:
 1 × Thunderbolt™ 4 female to
 3 × Thunderbolt™ 4 female
 1 × SuperSpeed USB 10 Gbps
  (USB 3.2 Gen 2) Type-A female
 1 × 20 V DC jack

42012
USB4™ 40 Gbps Enclosure for 
1 × M.2 NVMe SSD

• Connectors:
 external: 1 × USB4™ 40 Gbps (Gen 3x2) 
  USB Type-C™ female
 internal:  1 × 67 pin M.2 key M slot
• Chipset: Intel JHL7440, JMicron JMS583
 

64138
Docking Station for 1 × M.2 NVMe SSD+ 
1 × M.2 SATA SSD with SD Express
(SD 7.1) Card Reader 

• Connectors:
 1 × SuperSpeed USB 10 Gbps (USB 3.2 Gen 2)  

 USB Type-C™ female
 2× 67 pin M.2 key M slot
 1 × SD Express slot
 1 × USB Type-C™ female (power supply)

86979

USB4™ 40 Gbps Coaxial Cable 0.8 m
The cable enables data transfer rates 
up to 40 Gbps when connecting USB4™ 
-compatible devices.

• Connectors:
 1 × USB4™ 40 Gbps (Gen 3x2) USB Type-C™ male to
 1 × USB4™ 40 Gbps (Gen 3x2) USB Type-C™ male
•	USB-IF	certified	cable
• Downwards compatible to USB 3.2, USB 2.0 and Thunderbolt™ 3
• Chipset: Cypress E-Marker
• Data transfer rate up to 40 Gbps
• Display resolution up to: 7680 × 4320 @ 60 Hz,
 5120 × 2880 @ 120 Hz, 3840 × 2160 @ 240 Hz
 (depending on the system and the connected hardware)
• USB Power Delivery (USB PD 3.0) support up to 
 100 watt (20 V / 5 A)

Soon available from us


