
64078 
3 Port Hub and 2 Slot 
Card Reader for 
MacBook with PD 3.0

PD
Power 
Delivery

PD
Power 
Delivery

87748 
USB Type-C™ 
Slim Docking Station 
4K

64078
3 Port Hub and 2 Slot 
Card Reader for 
MacBook with PD 3.0

87748
USB Type-C™ Slim Docking 
Station 4K - HDMI / USB 3.0 / 
LAN / SD / PD 3.0

85891
USB Charging Cable 3 in 1 
for Lightning™ / Micro 
USB / USB Type-C™

Use 
Innovations
work optimally

www.delock.com
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 | 2 External Enclosures

42618
External Enclosure for 2.5″ SATA HDD / SSD 
with additional USB Type-C™ and Type-A Port and SD Slot

• Connectors:
 external:
 1 x SuperSpeed USB (USB 3.2 Gen 1) USB Type-C™ female to
 1 x SuperSpeed USB (USB 3.2 Gen 1) USB Type-C™ female
 1 x USB 3.0 Type-A female
 1 x SD slot
 1 x USB Type-C™ female (power supply 5 V)

42627
External Enclosure for 3.5″ 
SATA HDD with SuperSpeed 
USB 10 Gbps

• Connectors:
 external:
 1 x SuperSpeed USB 10 Gbps (USB 3.2 Gen 2)
 USB Type-C™ female
 1 x DC jack
 internal:
 1 x SATA 6 Gb/s 22 pin receptacle
• Dimensions (LxWxH): ca. 191 x 115 x 32 mm

42616
External Enclosure for M.2 
NVMe PCIe SSD with USB 
Type-C™ and Type-A male

• Connectors:
 external:
 1 x SuperSpeed USB 10 Gbps (USB 3.2 Gen 2)
 USB Type-C™ male
 1 x SuperSpeed USB 10 Gbps (USB 3.2 Gen 2)
 Type-A male
 internal:
 1 x 67 pin M.2 key M slot
• Supports M.2 modules in format 2280, 2260
 and 2242 with key M or key B+M based on 
 PCIe (NVMe)
• Dimensions (LxWxH): ca. 122 x 25 x 9 mm

42617
External Enclosure for 2.5″ 
SATA HDD / SSD with 
SuperSpeed USB 10 Gbps

• Connectors:
 external:
 1 x SuperSpeed USB 10 Gbps  (USB 3.1 Gen 2)  
 USB Type-C™ female
 internal: 
 1 x SATA 6 Gb/s 22 pin receptacle
• Suitable for 2.5″ SATA HDD / SSD:
 HDD height up to 9.5 mm
 SATA HDD / SSD up to 6 Gb/s
 supports 5 V HDD / SSD
• Dimensions (LxWxH): ca. 132 x 85 x 15 mm

42606
External Enclosure for 2 x 2.5″ 
SATA HDD / SSD with RAID + 
3 Port USB 3.0 Hub

• Connectors external:
 back side:
 1 x USB 3.0 Type-B female
 1 x DC 12 V power connector
 front side:
 2 x USB 3.0 Type-A female
 1 x USB 3.0 Type-A female - Battery Charging 
 specication BC1.2
 internal:
 2 x SATA 6 Gb/s 22 pin receptacle
• Data transfer rate up to 5 Gbps
• Supports RAID 0, RAID 1, JBOD, Port Multiplier
• Dimensions (LxWxH): ca. 135 x 99 x 59 mm

42625
External Enclosure for 2.5″ 
SATA HDD / SSD with USB 
Type-C™ – IP66

• Connectors:
 external: 1 x SuperSpeed USB (USB 3.2 Gen 1)
  USB Type-C™ male
 internal: 1 x SATA 6 Gb/s 22 pin receptacle
• Data transfer rate up to 5 Gbps

For 2.5″ SATA HDD / SSD

Up to 9.5 mm height

RAID
function

 internal:
 1 x SATA 6 Gb/s 22 pin receptacle
• Dimensions (LxWxH): ca. 112 x 112 x 22 mm
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90432
PCI Express x1 Card to 
2 x internal M.2 Key B 

• Connectors internal:
 2 x 67 pin M.2 key B slot
 1 x PCI Express x1, V3.0
• Supports M.2 modules in format 2280, 2260, 
 2242 and 2230 with key B or key B+M
 based on SATA

90409
PCI Express x8 / x16 Card 
to 4 x internal NVMe M.2 
Key M

• Connectors:
 internal:
 1 x PCI Express x8 / x16, V3.0
 4 x 67 pin M.2 key M slot
 1 x SATA 15 pin power connector
 1 x Molex 4 pin power connector
 1 x 2 pin pin header for fan
• Supports M.2 modules in format 22110, 2280, 
 2260 and 2242 with key M or key B+M based 
 on PCIe

Active Optical Cable 
DisplayPort 1.4 8K

• Connectors:
 1 x DisplayPort male to
 1 x DisplayPort male
• Fibre optical cable with low signal degradation
• Cable diameter: ca. 5.4 mm
• Resolution up to 7680 x 4320 @ 30 Hz
• Supports HDR
• Supports HDCP 1.4 and 2.2

85885    10 m
85886    15 m
85887    20 m

85888    25 m
85889    30 m

 |AOC Cables /  PCI Express Cards  3

Active Optical Cable 
HDMI 4K 60 Hz

• Connectors:
 1 x HDMI-A male / 1 x HDMI Micro-D male to
 1 x HDMI Micro-D male / 1 x HDMI-A male
• Fibre optical cable with low signal degradation
• Cable diameter: ca. 5.4 mm
• Resolution up to 3840 x 2160 @ 60 Hz
• Supports HDR
• Supports HDCP 1.4 and 2.2

85880    10 m
85881    15 m
85882    20 m

85883    25 m
85884    30 m

Active USB 3.2 Gen 1 Cable 
USB Type-A to USB Type-B

• Connectors:
 1 x SuperSpeed USB (USB 3.2 Gen 1) Type-A male to
 1 x SuperSpeed USB (USB 3.2 Gen 1) Type-B male
 1 x DC jack
• Status LED
• Cable diameter: ca. 5.5 mm
• Data transfer rate up to SuperSpeed USB 5 Gbps
• Dimensions of signal amplier (LxWxH): 
 ca. 6.7 x 2.2 x 1.2 cm

85379      5 m
85380    10 m

85381    15 m
85382    30 m
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16
GB USB 3.2 Gen 1 USB-C™ 

+ Type-A Memory Stick

54073 32
GB USB 3.2 Gen 1 USB-C™ 

+ Type-A Memory Stick

54074 64
GB USB 3.2 Gen 1 USB-C™ 

+ Type-A Memory Stick

54075 128
GB USB 3.2 Gen 1 USB-C™ 

+ Type-A Memory Stick

54076

16
GB USB 3.2 Gen 1 

Memory Stick

54069 32
GB USB 3.2 Gen 1 

Memory Stick

54070 64
GB USB 3.2 Gen 1 

Memory Stick

54071 128
GB USB 3.2 Gen 1 

Memory Stick

54072

5406464
GB CFexpress 

memory card

54065128
GB CFexpress 

memory card

54066256
GB CFexpress 

memory card

54067512
GB CFexpress 

memory card

VMN

VMN

128
GB M.2 SSD PCIe / NVMe 

Key M 2280 

54078 256
GB M.2 SSD PCIe / NVMe 

Key M 2280 

54079 512
GB M.2 SSD PCIe / NVMe 

Key M 2280 

54080 1
TB M.2 SSD PCIe / NVMe 

Key M 2280 

54081

16,5 22 30

22 30

22

22

30 30 30

42 42

60

80

2230 Key E 3030 Key A 2242 Key B+M 3042 Key A 2260 Key M 2280 Key B+M1530 Key E

 | 4 Memory

USB 3.2 Gen 1 USB-C™ + Type-A 
Memory Stick

• Connectors:
 1 x SuperSpeed USB (USB 3.2 Gen 1) 
 Type-A male
 1 x SuperSpeed USB (USB 3.2 Gen 1) 
 USB Type-C™ male
• Maximum write cycles: 3000
• Dimensions (LxWxH): ca. 36.8 x 12.1 x 7.1 mm

Metal Housing

 Memory
by Delock

CFexpress memory card 

• Connector: 
 1 x CFexpress 1.0
• Interface: PCIe x2 Rev. 3.0
• Vibration: 20G
• Shock: 1500G
• Flash type: TLC
• MTBF: 1.500.000 hours

M.2 SSD PCIe / NVMe 
Key M 2280

• Connector:
 1 x 67 pin M.2 Key M male
• Interface: PCIe x4 Rev. 3.0
• Controller: SMI SM2263XT
• Power consumption: max. 2 W
• MTBF: 1.000.000 hours
• Flash type: TLC
• Maximum write cycles: 1000

USB 3.2 Gen 1 Memory Stick

• Connector:
 1 x SuperSpeed USB (USB 3.2 Gen 1)
 Type-A male
• Maximum write cycles: 3000
• Dimensions (LxWxH): ca. 21.8 x 12.1 x 4.5 mm

Metal Housing



operating range
up to 10 m

2.4 GHz

12625
USB Keyboard with RGB Illumination

• RGB illumination:
 Dimmable in 3 steps
 1 x on / off button
 Rigid colour gradient (green - blue - pink - red)
• Layout: German, QWERTZ
• Keys: Multimedia keys F1 - F12; WASD keys
• LED indicator: number lock / capital letters / scroll
• 2 x adjustable stands
• Cable length: ca. 1.5 m
• Dimensions (LxWxH): ca. 439.93 x 131.10 x 26.74 mm

  |Keyboards and mice  5

12622
Ergonomic vertical optical 
5-button mouse 2.4 GHz 
wireless - Silent

• For right handers
• 3 power saving modes
• 4 standard buttons, 1 scroll wheel
• Silent buttons: left and right mouse button
• Sensitivity: 1000 dpi
• Bandwidth: 2.4 GHz, operating range up to 10 m
• Current consumption: max. 12 mA

12670
Optical 7-button USB Gaming 
Mouse - right hander

• Number of clicks: up to 20 million
• 7 programmable buttons: 6 standard buttons, 
 1 scroll wheel
• Software settings:
 dpi-value, polling rate, backlight, 
 programmable keys, scroll wheel button
• Sensitivity: 100 - 10000 dpi
• Polling rate: 125 / 500 / 1000 Hz
• Speed: 100 IPS
• Acceleration: max. 20 G

12597
Ergonomic USB Mouse vertical 
with RGB Illumination

• For right handers
• 4 standard buttons, 1 scroll wheel and 1 DPI button
• Touch function for setting the RGB illumination
• 4 different colour settings:
 After connecting smooth colour gradient
 1. Touch: fast colour gradient
 2. Touch: 8 colours light up consecutively
 3. Touch: 8 colours light up selectively
 4. Touch: smooth colour gradient
 5. Touch: RGB illumination switches off

12621 blue / 12617 green
Optical 5-button Mouse USB 

• For right handers
• 4 standard buttons, 1 scroll wheel and 1 DPI button
• Sensitivity: 800 / 1200 / 1600 / 2000 dpi
• Polling rate: 125 Hz
• Dimensions (LxWxH): ca. 103 x 65 x 39 mm
• Cable length: ca. 1.5 m

12556
USB Mouse Pad with RGB Illumination

• Connector: 1 x USB Type-A male
• 1 x on / off button, switch
• Flexible soft mouse pad
• RGB border with 7 different shades

also available 
in other dimensions

• 3 different colour modes:  Setting of one single  
  colour /  Selected colour ashes smoothly / 
 Rainbow colour gradient
• Cable length: ca. 2 m

Perfectly styledPerfectly styled
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 | 6 Serial

89938
PCI Express Card to 
4 x Serial RS-232 with optional 
5V/12V voltage supply

• Connectors:
 external:
 1 x DB44 female
 connecting cable: DB44 male to
 4 x serial RS-232 DB9 male
 internal:
 1 x PCI Express x1, V1.1
 1 x SATA 15 pin plug
• Chipset: WCH384L
• Data transfer rate up to 230.4 Kbps
• FIFO: 256 byte
• Databits: 4, 5, 6, 7, 8
• Stop bits: 1, 1.5, 2

90413
PCI Express Card to 2 x Serial 
RS-232 + 1 x Parallel IEEE1284

• Connectors:
 external:
 2 x serial RS-232 DB9 male (separate rear bracket)
 1 x Parallel DB25 female
 internal:
 1 x PCI Express x1, V1.1
• Chipset: WCH CH384L
• Compatible with 16C950 UART
• Dimensions (LxWxH): ca. 79 x 59 x 11 mm
• Serial specication:
 Data transfer rate up to 460.8 Kbps
 FIFO: 256 byte
• Parallel specication:
 Data transfer rate up to 1.5 Mbps
 FIFO: 256 byte
 Supports SPP, Byte and ECP mode
• Relative humidity: 0 - 95 % (non condensing)

90410
PCI Express Card to 
4 x Serial RS-232

• Connectors:
 external:
 2 x serial RS-232 DB9 male
 2 x serial RS-232 DB9 male (separate rear bracket)
 internal:
 1 x PCI Express x1, V1.1
• Chipset: WCH CH384L
• Compatible with UART 16C550, 16C552, 16C554
• Data transfer rate up to 115.2 Kbps
• FIFO: 256 byte
• Databits: 5, 6, 7, 8
• Stop bits: 1, 2
• Parity: even, odd, none, mark, space
• Flow control: none, hardware RTS / CTS, software 
 XON / XOFF
• Relative humidity: 0 - 95 % (non condensing)

87741
USB 2.0 to serial RS-
232/422/485 adapter 
with 15 kV ESD protection

• Connectors:
 1 x USB 2.0 Type-A male to
 1 x serial RS-232/422/485 DB9 male with screws
• Chipset: MaxLinear XR21B1420
• Data transfer rate up to 1 Mbps
• Databits: 4, 5, 6, 7, 8, 9
• Stop bits: 1, 1.5, 2
• Flow control: none, XON / XOFF, RTS / CTS
• FIFO: 512 Byte
• Supports multi-drop 9 bit mode
• Supports Modbus
• Auto RS-485 half duplex DTR / DSR and RTS / CTS
• ±15 kV ESD on USBD+ / USBD-
• Cable length incl. connectors: ca. 1.8 m

• Parity: even, odd, none, mark, space
• Flow control: none, hardware RTS / CTS, software 
 XON / XOFF
• Compatible with 16C950 UART

• 5 V or 12 V can be set individually for each port 
 through the jumper (pin 1 or 9)
• Signals: DCD/12V/5V, TxD, RxD, RTS, CTS, DTR, 
 DSR, GND, RI/12V/5V

RS-232 DB9RS-232 DB9

Compact serial 
Connector housing

Newsletter: serial

serial

-40°C               +85°C -40°C               +85°C
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  |Industry  7

    66321
Adapter Sub-D 9 pin male to 
Terminal Block 9 pin

• Connectors:
 1 x serial Sub-D 9 male with screws
 1 x 9 pin terminal block with push button
• Pin assignment: 1:1
• Pitch: 2.54 mm
• Useable for a cable gauge from 26 to 20 AWG
• Dimensions (LxWxH): ca. 36 x 31 x 17 mm

    66322
Adapter Sub-D 9 pin female to 
Terminal Block 9 pin 

• Connectors:
 1 x serial Sub-D 9 female with screws
 1 x 9 pin terminal block with push button

with Push Button
66312
Network Adapter M12
4 pin D-coded female to 
RJ45 jack

• Connectors:
 1 x M12 female 4 pin D-coded to
 1 x RJ45 jack
• PROFINET specication
• Pin assignment according to PROFINET standard
• Cat.5e specication
• M16 external thread
• Operating voltage: max. 250 V
• Current: max. 4 A
• Dimensions (LxWxH): ca. 47.0 x 19.6 x 25.0 mm

66313
Network Adapter M12 
4 pin D-coded male to 
RJ45 jack

• Connectors:
 1 x M12 male 4 pin D-coded to
 1 x RJ45 jack
• PROFINET specication
• Pin assignment according to PROFINET standard
• Cat.5e specication
• M16 external thread
• Operating voltage: max. 250 V
• Current: max. 4 A
• Dimensions (LxWxH): ca. 47.0 x 19.6 x 25.0 mm

66314
Network Adapter M12 
8 pin A-coded female to 
RJ45 jack 

• Connectors:
 1 x M12 female 8 pin A-coded to
 1 x RJ45 jack
• Cat.6A specication
• M16 external thread
• Operating voltage: max. 30 V
• Current: max. 2 A
• Dimensions (LxWxH): ca. 47.0 x 19.6 x 25.0 mm

66315
Network Adapter M12 
8 pin A-coded male to 
RJ45 jack

• Connectors:
 1 x M12 male 8 pin A-coded to
 1 x RJ45 jack
• Cat.6A specication
• M16 external thread
• Operating voltage: max. 30 V
• Current: max. 2 A
• Dimensions (LxWxH): ca. 47.0 x 19.6 x 25.0 mm

66316
Network Adapter M12 
8 pin X-coded female to 
RJ45 jack

• Connectors:
 1 x M12 female 8 pin X-coded to
 1 x RJ45 jack
• Cat.6A specication
• M16 external thread
• Operating voltage: max. 48 V
• Current: max. 500 mA
• Dimensions (LxWxH): ca. 47.0 x 19.6 x 25.0 mm

90411
PCI Express Card to 
8 x Serial RS-232

• Connectors:
 external:
 1 x DB62 female
 Cable: DB62 male to 8 x serial RS-232  DB9 male
 internal:
 1 x PCI Express x1, V1.1
• Chipset: SystemBase 16C1058PCI
• Compatible with 16C550 UART
• Data transfer rate up to 921.6 Kbps
• FIFO: 8 x 256 byte
• Databits: 5, 6, 7, 8
• Stop bits: 1, 1.5, 2
• Parity: even, odd, none, mark, space
• Flow control: none, hardware RTS / CTS, software 
 XON / XOFF
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 | 8 Products for DIN rail

DIN Rail 35 x 7.5 mm Aluminium
different lengths

• Mounting hole: 12.0 x 5.5 mm

66176

66172

66171

66177

66178

10 inches

                         19 inches

DIN Rail 35 x 7.5 mm Steel
different lengths

• Mounting hole: 15.0 x 6.2 mm

250 mm

254 mm

482 mm

500 mm

1000 mm

66192

66188

66187

66193

66194

DIN Rail 35 x 7.5 mm Aluminium
different lengths unperforated

• Mounting hole: 12.0 x 5.5 mm

66173

66170

66169

66174

66175

10 inches

                         19 inches

DIN Rail 35 x 7.5 mm Steel
different lengths unperforated

• Mounting hole: 15.0 x 6.2 mm

250 mm

254 mm

482 mm

500 mm

1000 mm

66189

66186

66185

66190

66191

protection by
End cover

63919
External Industry Hub 
10 x USB 3.0 Type-A with
20 kV ESD protection

• Data transfer rate up to USB 5 Gbps
• USB ports with screw holes
• Robust metal housing
• Removable wallmount brackets
• Power supply: Bus-powered or Self-powered
• Flexible power supply with 9 V to 40 V
• Automatic detection of the input polarity of the power connectors63909

63919

63911
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65989

65984

65985
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66086

66087

length

5 - 1
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66231
DIN Rail End Clamp 
Stainless Steel 
screwable 4 pieces

• DIN rail mounting: 35 mm
• Dimensions (LxWxH):
 ca. 45 x 15 x 10 mm

Network cable M12 8 pin 
X-coded male to male 
TPU 

• Cat.6A specication
• Pin assignment: 1:1
• Suitable for drag chains
• SF/UTP
• Cable gauge: 26 AWG
• Cable diameter: ca. 6.4 mm
• Max. number of bending cycles: 1,000,000
• Oil-resistant according to DIN EN 60811-2-1
• UV-resistant
• LS0H (halogen-free)
• Flammability class: FT2

85913    1 m
85914    2 m

85915    3 m
85916    5 m

Network cable M12 4 pin 
D-coded male to male 
TPU

• PROFINET specication
• Pin assignment according to PROFINET standard
• Suitable for drag chains
• SF/UTP
• Shielding: aluminium foil, transparent foil, tinned 
 copper braiding
• Tinned copper conductors
• Cable gauge: 22 AWG
• Cable diameter: ca. 6.5 mm
• Cable jacket material: PUR (TPU)
• Max. number of bending cycles: 3,000,000
• Smallest bending radius:
 32.50 mm with xed installation
 48.75 mm with exible installation
• Oil-resistant according to DIN EN 60811-2-1
• UV-resistant
• LS0H (halogen-free)
• Flammability class: FT2

85917    1 m
85918    2 m

85919    3 m
85920    5 m

NEW

65992
Mounting Clip 
for DIN Rail

• DIN rail mounting: 35 mm
• 4 mounting holes
• Mounting hole diameter: 6 mm
• Pitch of screw hole: ca. 20 mm
• Material: aluminium with spring 
 steel wire
• Dimensions (LxWxH):
 ca. 48.1 x 54.0 x 9.2 mm

65961
DIN Rail Clip 
for PCB 85 mm 
4 pieces

• DIN rail mounting: 15 mm and 
 35 mm
• 3 mounting holes
• Mounting hole diameter: 1.35 mm
• Pitch of screw hole: ca. 12.5 mm
• Dimensions (LxWxH):
 ca. 42.9 x 19.3 x 10 mm

65991

Everything for

DIN rail

More
DIN rails
Products

65984
Board Holder for DIN Rail 

• Suitable for boards with a width of 72 mm
• DIN rail mounting: 15 mm and 35 mm
• 4 x mounting holes
• Mounting hole diameter: 3.5 mm
• Pitch of screw hole: ca. 70 mm

5 cm

10 cm

15 cm

20 cm

25 cm

30 cm

50 cm

100 cm



4K
60Hz

PD
Power 
Delivery

DC 20 V

 | 10 Docking Stations

87746
USB Type-C™ DP 1.4 Docking 
Station 4K - HDMI / DP 1.4 / 
USB 3.2 / LAN / PD 3.0

 Connectors:
 1 x SuperSpeed USB 10 Gbps (USB 3.2 Gen 2) 
 USB Type-C™ female to
 1 x SuperSpeed USB 10 Gbps (USB 3.2 Gen 2) 
 USB Type-C™ female
 1 x SuperSpeed USB 10 Gbps (USB 3.2 Gen 2) 
 USB Type-A female - Battery 
 Charging specication BC1.2
 2 x SuperSpeed USB 10 Gbps (USB 3.2 Gen 2) 
 Type-A female
 1 x HDMI-A female
 2 x DisplayPort female
 1 x Gigabit LAN 10/100/1000 Mbps RJ45 jack
 1 x Headset 3.5 mm 4 pin jack
 1 x DC jack
• Maximum resolution (depending on the system 
 and the connected hardware):
 DisplayPort 1.4 Multi-Stream Transport (MST):
 1 display: up to 3840 x 2160 @ 60 Hz
 2 or 3 displays: up to 1920 x 1080 @ 60 Hz
• Functions: Mirrored or Extended, with Mac OS and 
 Chrome only one monitor can be extended, all
 others are mirrored
• Supports HDCP 1.4
• Supports HDR
• Output power for host: max. 85 W
• Security lock (Kensington Lock) for security cable
• Screw thread for 50 mm VESA holder
• Dimensions (LxWxH): ca. 190 x 85 x 27 mm

A safety cable can be attached to
the Kensington socket to protect the 
docking station from theft.

)(Multi-Stream Transport MST

3840 x 2160 / 60 Hz   

66299
Adapter USB Type-A male 
to 2.5 Gigabit LAN

• Connectors:
 1 x SuperSpeed USB (USB 3.1 Gen 1) 
 Type-A male to
 1 x 2.5 Gigabit LAN RJ45 jack
• Chipset: Realtek RTL8156
• Compatible with:
 IEEE 802.3u: 100BASE-TX
 IEEE 802.3ab: 1000BASE-T
 IEEE 802.3bz: 2.5GBASE-T
• Supports IEEE 802.1Q Virtual LAN (VLAN)
• Supports 9k Jumbo Frames

66298
Adapter USB Type-C™male 
to 2.5 Gigabit LAN

• Connectors:
 1 x SuperSpeed USB (USB 3.1 Gen 1) USB Type-C™ male to
 1 x 2.5 Gigabit LAN RJ45 jack
• Chipset: Realtek RTL8156
• Compatible with:
 IEEE 802.3u: 100BASE-TX,  IEEE 802.3ab: 1000BASE-T and
 IEEE 802.3bz: 2.5GBASE-T
• Supports IEEE 802.1Q Virtual LAN (VLAN)

Simply into the 
Web

NBASE-T for higher speed
Modern services and new technologies require higher bandwidths. NBASE-T 
technology enables speeds of 1 Gbps and 2.5 Gbps with conventional 
networking cables. The best possible transmission rate is set automatically.

2.5
Gigabit

LAN



8K
30Hz

Full HD 4K 5K 8K
1920 x 1080 3840 x 2160 5120 x 2880 7680 x 4320

HDMI 2.1

4K
60Hz

4K
60Hz

DC 5 V

4K
30Hz

85830
USB-C™, HDMI or mini 
DisplayPort to 4K HDMI 
Adapter Cable 1.8 m

• Connectors:
 Input:
 1 x USB Type-C™ male
 1 x HDMI-A male
 1 x mini DisplayPort male
 1 x USB Type Micro-B female (5 V power supply - 
 DisplayPort and HDMI)
 Output:
 1 x HDMI-A male
• Resolution up to 3840 x 2160 @ 60 Hz
• LED indicator for active port

11474
DisplayPort 1.4 Repeater

• Connectors:
 Input:  1 x DisplayPort female
  1 x DC 5 V power connector
 Output:  1 x DisplayPort female
• Supports HBR3 (8.1 Gbps) data rate
• Resolution and maximum cable length:
 7680 x 4320 @ 30 Hz / 2 m in, 10 m out
• Daisy Chain (cascadable)

HDMI-A
mini 

DisplayPort USB Type-C™ 

New 8K
7680 x 4320 / 30 Hz   

  |Repeater / Adapter / Splitter  11

87747
HDMI Splitter 1 x HDMI in to 
2 x HDMI out 4K 60 Hz

• Connectors:
 Input:
 1 x HDMI-A male
 1 x 5 V DC jack 
 1.35 x 3.5 mm (optional)
 Output:
    2 x HDMI-A 19 pin female

• Supports 3D displays
• Supports HDR
• Supports HDCP 1.4 and 2.2
• Resolution up to 3840 x 2160 @ 60 Hz

64085
Adapter USB 3.0 to 
4K HDMI + VGA

• Connectors on device:
 1 x USB 3.0 Type-A male to  
 1 x HDMI-A female
 1 x VGA female
 Connectors on adapter:
 1 x USB 3.0 Type-A female to  
 1 x USB Type-C™ male
• Features: mirror and extend

Data transfer rate 
up to 32.4 Gbps
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External USB 3.0 Hub 
with Switch 

63975

63976

63977

63978

7 Ports

10 Ports

13 Ports

16 Ports

66300
Professional USB Condenser 
Microphone Set for 
Podcasting and Gaming

• Directivity: unidirectional
• Sensitivity: -38 dB +/- 3 dB
• Frequency range: 30 Hz - 16 kHz
• Sample rate: 24 Bit / 192 kHz
• Signal-to-noise ratio (SNR): ca. 70 dB
• Self-Noise: max. 16 dBA
• Sound pressure level (SPL): max. 120 dB

64092
Laser Presenter 

• Magnetic slot for USB receiver
•  Functions:   
 Laser Pointer
 Page up / Page down
 Select and open Windows window
 Select and open weblink
 Black screen
 Full screen mode
• Light source: laser class 2 630 - 680 nm, <1 mW
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87740
Docking Station 
for MacBook 

• Connectors:
 2 x Thunderbolt™ 3 USB Type-C™ male
 1 x HDMI-A female
 2 x SuperSpeed USB (USB 3.1 Gen 1) 
 Type-A female
 1 x SuperSpeed USB 10 Gbps (USB 3.1 Gen 2)
 USB Type-C™ female
 1 x Thunderbolt™ 3 female (no power supply for
 connected Thunderbolt devices)
 1 x SD slot
 1 x Micro SD slot
• Resolution:
 Thunderbolt™ 3 up to 5120 x 2880 @ 30 Hz
 HDMI up to 3840 x 2160 @ 30 Hz
• Only 1 monitor usable with the adapter

90405
PCI Express x8 Card to 
2 x internal SFF-8643 NVMe

• Connectors:
 2 x 36 pin SFF-8643 female
 1 x PCI Express x8, V3.0
• Data transfer rate up to 32 Gbps
• Supports NVM Express (NVMe)
• Bootable

63930
USB Type-C™ Docking Station 
for 4 x SATA HDD / SSD

• Connectors:
 4 x SATA 6 Gb/s 22 pin receptacle
 1 x SuperSpeed USB (USB 3.1 Gen 1) USB Type-C™ female
 1 x DC jack
• For 2.5″ and 3.5″ SATA HDD / SSD
• Suitable for all SATA HDDs / SSDs up to SATA 6 Gb/s
• Dimensions (LxWxH): ca. 166 x 127 x 65 mm
• Bootable

The items offered are available while stocks last. All logos and trademarks are the 
property of their respective owners.Specifications, delivery times and errors reserved.

www.delock.com
More detailed information about our products can be found at   

• Data transfer rate  up to  5 Gbps
• LED indicator

32 Gbps
NVM

express

fer rs an tear  t u pat  ta oD

low profile bracket


